
Zeparo Cyclone Zeparo G-Force Simply Vento

Simply Compresso Statico Compresso Connect

Przegląd produktów:
IMI Pneumatex

Fakt

N° 11
Z powodu korozji i osadzania się 
zanieczyszczeń w rurach, koszty 
energii elektrycznej niezbędnej do 
pompowania wzrastają nawet 
o 35% w ciągu pierwszych lat 
eksploatacji instalacji grzewczej lub 
chłodniczej.

Fakt

N° 18
Nagromadzenie powietrza w 
grzejnikach może drastycznie 
zmniejszyć moc urządzenia 
nawet o 80%.
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IMI Pneumatex: 
110+ lat innowacji
Założona w 1909 r. w Bazylei w Szwajcarii firma IMI 
Pneumatex jest prawdziwym pionierem na rynku 
urządzeń ciśnieniowych, opracowując produkty, które 
do dziś pozostają wiodącymi technologiami na rynku; w 
tym pierwszy w historii zamknięty system utrzymania 
ciśnienia, który powstał w 1955 r.

IMI Pneumatex:
produkty i 
rozwiązania

OBEJRZYJ FILM

https://www.youtube.com/watch?v=fkHCG-2JN4o
https://www.youtube.com/watch?v=fkHCG-2JN4o&amp;index=51
http://
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Od ponad 110 lat IMI Pneumatex nigdy nie odrzucił przekonania, że lepiej zapobiegać 
niż leczyć, dlatego staramy się opracowywać przełomowe rozwiązania i doskonałe 
technologie, dzięki którym systemy HVAC są wolne od gazów, zanieczyszczeń i osadów, 
co zapewnia długą żywotność, trwałość i skuteczną kontrolę ciśnienia.

Jednak nie chodzi nam o innowacje dla samych innowacji. Wszystko, co robimy, 
wynika z rzeczywistych potrzeb, a każde rozwiązanie, które projektujemy, ma pomóc 
w rozwiązaniu stojących przed Państwem wyzwań, takich jak oszczędność miejsca, 
efektywność energetyczna czy zdalna łączność, zapewniając spokój dla Państwa i 
Państwa klientów. 

The Pneumatex-Automat: 
Pierwszy i wciąż działający system kompresorowy

Innowacja ukierunkowana  na klienta

Historia innowacji

Pneumatex-Automat 
Pierwszy system 
kompresorowy

Transfero 
Pierwszy 
system 

pompowy

Vento 
Pierwszy 

odgazowywacz 
próżniowy

1965 1972 1995
Zeparo Cyclone 

Separator 
zanieczyszczeń 
z technologią 

cyklonową

2014
BrainCube 

Connect 
Pierwsza 
jednostka 
sterująca 

połączona do 
"chmury"

2015

“Znak "Swiss made" podkreśla powagę produkcji i 
dbałość o zapewnienie najwyższej jakości produktów..”

Bruno Gebes, Francja
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Nasze urządzenia ciśnieniowe są wykonane  z 
materiałów najwyższej jakości w naszych 
najnowocześniejszych fabrykach, więc mogą Państwo 
oczekiwać jakości, niezawodności i wydajności - 
niezależnie od zastosowania. 

Utrzymanie ciśnienia
asortyment produktów

"IMI Pneumatex oferuje szereg kształtów i rozmiarów 
zbiorników, które są praktyczne, trwałe i odpowiednie do 
potrzeb każdego systemu. Niektórzy z naszych partnerów 
mają kilka starych instalacji IMI Pneumatex z lat 80-tych, 
które nadal doskonale funkcjonują."

Lajos Vágó, Węgry
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Typ systemu Workowe naczynia wzbiorcze Kompresorowe systemy utrzymania ciśnienia Pompowe systemy utrzymania ciśnienia

Jedno z najbardziej popularnych i 
skutecznych rozwiązań w niższym 
zakresie wydajności dzięki genialnie 
prostemu projektowi, solidnej konstrukcji 
i pracy bez zasilania dodatkowego 

Idealny do średniej wielkości instalacji grzewczych, gdzie liczy 
się wysoka precyzja i kompaktowość, optymalne ciśnienie jest 
utrzymywane przez kompresor i zawór nadmiarowy.

Głównie przeznaczone do średnich instalacji gdzie optymalne 
ciśnienie jest utrzymywane przez pompę i zawór nadmiarowy. 
Niektóre produkty są odpowiednie do dużych instalacji od 40 MW aż 
do 160 MW.

Produkt
Statico SD, SU 

and SG
Simply 

Compresso
Compresso 
Connect F

Compresso 
Connect

Transfero TV 
Connect

Transfero TVI 
Connect

Transfero TI 
Connect

Pojemność od 8L do 5000L 80L lub 160L od 200L do 700L od 200L do 5000L od 200L do 5000L od 200L do 5000L
od 1000L do 5000L 
(nieograniczone 
rozmiary na zam.

Klasa ciśnienia 3, 6 lub 10 bar 3 bar 6 bar 6 lub 10 bar 10 lub 13 bar 16 lub 25 bar 10, 16 lub 25 bar

Wymagania EN

EN13831 EN12828
EN12976
EN12977

EN12828
EN12976
EN12977

EN12828
EN12976
EN12977

EN12828
EN12976
EN12977

EN12828
EN12976
EN12977

EN 12828
EN12952/12953
EN12976
EN12977

Instalacje grzewcze a a a a a a a
Instalacje chłodnicze a a a a a a a
Instalacje solarne a a a a a a
Worek butylowy a a a a a a a
Podłączenie 
BrainCube a a a a a a
Zintegrowany 
z cyklonowym 
odgazowaniem 
próżniowym

a a

Zintegrowane 
Uzupełnianie wody

a  
(WM wersja) a a
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Dlaczego utrzymanie ciśnienia jest 
tak ważne?
Skuteczna kontrola ciśnienia jest niezbędna, aby zapewnić 
optymalną wydajność systemu i ochronę
komponentów w celu zachowania ich żywotności. 

Jak działa system 
utrzymania
ciśnienia?

Dowiedz się więcej, jak zmiany temperatury wpływają na 
ciśnienie w systemie i jak nasze rozwiązania kompensują 
te zmiany, aby utrzymać wszystkie elementy tego 
systemu w doskonałej formie przez wiele kolejnych lat.

OBEJRZYJ FILM

https://www.youtube.com/watch?v=Qxx-QVpCspA&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=21
https://www.youtube.com/watch?v=Qxx-QVpCspA&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=21
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Niekompresyjne media zawarte w instalacjach 
grzewczych, solarnych i chłodniczych rozszerzają 
się i kurczą przy zmianach temperatury, co 
prowadzi do zmian objętości. 

Kiedy temperatura rośnie, media w instalacji 
rozszerzają się, rośnie ciśnienie i w konsekwencji 
obciążenie poszczególnych elementów może 
prowadzić do pęknięcia i awarii.

Kiedy temperatura spada, zmniejsza się objętość, 
a spadek ciśnienia może prowadzić do zasysania 

powietrza, które powoduje korozję- największego 
wroga wodnych instalacji HVAC. 

Dlatego też, nieoptymalne ciśnienie może 
uszkodzić takie elementy jak pompy, a także 
spowodować przecieki i korozję, które osłabiają 
wydajność i trwałość systemu.

Dlatego tak ważne jest, aby zainwestować 
w wysokiej jakości system ciśnieniowy, który 
jest dostosowany do specyficznych potrzeb 
Państwa instalacji. 

Nasz innowacyjny i wydajny asortyment 
rozwiązań ciśnieniowych automatycznie 
kompensuje zmiany ciśnienia spowodowane 
wahaniami temperatury i stale utrzymuje 
optymalne ciśnienie w systemie. 

Pozwoli to na wyeliminowanie wyżej 
wymienionych problemów (nieszczelności i 
korozji) i pomoże chronić elementy systemu, 
aby zapewnić wieloletnie, bezproblemowe i 
opłacalne działanie systemu HVAC.

pa

pe ≤ psvs - 0,5 bar (for psv ≤ 5 bar)
pe = psvs x 0,1* (for psv > 5 bar)

* SWKI standard pe = psvs/1,3

po + 0,3 bar = pa

Hst

ciśnienie 
wstępne  

(min. 1 bar)

psv

C
iś

ni
en

ie
 s

ys
te

m
u

ts
tr

psv
pe

pa

p0

pe

p0 Min. 
ciśnienie

pa ciśn. 
początkowe

pe ciśn, 
końcowe

p0

pe

psvs

H
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/1
0

≥ 0,2 bar   
  ≥

 0
,3
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ar
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aln

y z
akres ciśnienia    

W
wys. 
stat.

ciśnienie 
napełnia

Ciśnienie 
końcowe

ciśnienie 
otwarcia 
zaworu 

bezpiecz.

Hst / 10 + 0,2 bar = P0
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Dzięki innowacyjnej technice i wysokiej jakości 
materiałom, nasze produkty do zapewnienia jakości 
wody zostały zaprojektowane tak, aby chronić zdrowie 
Państwa systemów. Dzięki temu mogą Państwo spełnić 
wszelkie wymagania projektowe zgodnie z najwyższymi 
standardami.

Jakość wody: asortyment produktów

"Mocną stroną IMI Pneumatex jest niezawodność: nie 
trzeba się martwić o produkt po jego zainstalowaniu".

Bruno Champmartin, Francja 
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w zestawie z produktem

Aplikacja Separacja powietrza Separacja zanieczyszczeń Separacja 
magnetytu Separacja powietrza i zanieczyszczeń Odgazowanie 

próżniowe

Produkt

Model Zeparo 
ZUV

Zeparo 
ZUVS

Zeparo 
ZTVI

Zeparo 
Cyclone

Zeparo 
ZUM

Zeparo 
ZTMI

Ferro-
Cleaner

Zeparo 
ZUKM

Zeparo 
turnable

Zeparo 
G-Force

Zeparo 
ZIO

Zeparo 
ZUCM Vento

Simply Vento 
Vento 

compact 

SYSTEM

Systemy grzewcze a a a a a a a a a a a a a a

Systemy chłodnicze a a a a a a a a a a a a a a

Systemy solarne a a a a a

TECHNOLOGIE

Wkładka Helistill a a a a a a a a

Cyclone a a a a

Obrót 360˚ a a

DOSTĘPNE AKCESORIA

Magnes opcja a a a a a opcja opcja a

Izolacja opcja a opcja opcja a opcja a opcja opcja opcja opcja

Izolacja z magnesem opcja

CIŚNIENIE

PN 10 PN 10 PN 10 PN 10 PN 10 PN 10 PN 10/16 PN 10 PN 10 PN 16/25 PN 10/25 PN 10 PN 10 PN 10
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Zarządzanie jakością wody w Państwa systemie HVAC 
poprzez usuwanie powietrza i zanieczyszczeń jest 
skutecznym sposobem na przedłużenie żywotności 
kluczowych elementów systemu przy jednoczesnej 
optymalizacji jego wydajności.

Dlaczego separacja powietrza i 
zanieczyszczeń jest tak ważna?

Jakość wody:
Sposoby usuwania 
gazów z wody

OBEJRZYJ FILM

https://www.youtube.com/watch?v=yd0GoW0hlyM&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=19
https://www.youtube.com/watch?v=yd0GoW0hlyM&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=19
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Korzyści z  dobrego zarządzania 
jakością wody to: 
• zmniejszenie zużycia energii
• wydłużona żywotność systemu
• cicha praca
• brak przestojów

Jakość wody w instalacji ma ogromny wpływ 
na żywotność i efektywność systemów 
grzewczych, solarnych i chłodniczych. Charakter i 
częstotliwość zgłaszanych problemów może być 
różna w zależności od rodzaju i wieku instalacji, 

ale korozja spowodowana przez powietrze i 
osady w obiegu wody wyraźnie przyspiesza 
zużycie elementów instalacji.

Prowadzi to do powtarzających się reklamacji 
i kosztownych napraw, co powoduje wysokie 
koszty i rosnące poczucie niezadowolenia 
zarówno wśród użytkowników, jak i instalatorów.

Niezawodna jakość wody w systemach 
HVAC ułatwia bezawaryjną pracę. Im mniej 
zanieczyszczeń w obiegu wody, tym stabilniejsza 
dystrybucja ciepła. 

Dzięki temu cały system jest mniej podatny na 
korozję i minimalizuje się również awaryjność 
komponentów.  

Efektywna technologia separacji może 
zoptymalizować koszty konserwacji i przedłużyć 
żywotność instalacji. Szumy przepływu, 
bulgotanie grzejników i zmniejszona wydajność 
cieplna należą do przeszłości, a zatkanym 
złączkom, zaworom i pompom, a nawet 
przeciekom można zapobiec.

Nasz specjalistyczny proces produkcji oznacza, że 
mogą Państwo polegać na jakości, niezawodności 
i wysokiej wydajności - w każdym zastosowaniu. 

Przykłady uszkodzeń instalacji spowodowanych problemami z jakością wody 
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Rodzaje zastosowań
Od projektów mieszkaniowych po duże instalacje 
komercyjne, IMI Pneumatex ma odpowiednie 
rozwiązanie dla wszystkich Państwa potrzeb w 
zakresie jakości wody i utrzymania ciśnienia.

Idealne rozwiązanie w zakresie jakości wody lub 
ciśnienia spełnia wszystkie specyficzne wymagania, 
czy to dotyczące wielkości, obciążenia grzewczego, czy 
ciśnienia statycznego. Poniższa prosta tabela wyboru 
produktów pomoże Państwu określić, które rozwiązanie 
jest najbardziej odpowiednie dla Państwa projektu.

"Instalacja produktu Pneumatex jest korzystna 
zarówno dla klienta, instalatora, jak i projektanta".

Alvaro Blasco, Hiszpania 
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Domy 
jednorodzinne

Domy 
wielorodzinne Hotele Centra handlowe Duże budynki 

komercyjne Szpitale Budynki 
wysokościowe

Ogrzewanie 
miejskie

Obiekty 
przemysłowe

Q / Moc: 0 MW 15 KW 350 KW 3 MW 10 MW 160 MW

Statico a a a
Simply Compresso a a
Compresso Connect F a a
Compresso Connect a a a a
Transfero TV Connect a a a a a a
Transfero TVI Connect a a a a a
Transfero TI Connect a a a

Zeparo ZUV, ZUVS, ZUD, 
ZUM, ZUKM, ZUCM, ZTVI, 
ZTMI, ZTKMI

a a a

Zeparo Cyclone a a a
Zeparo G-Force a a a a a a a
Zeparo ZIO a a a a a a a
Ferro-Cleaner a a a a a a a a a
Simply Vento a a a
Vento Connect a a a a a a a a

HOSPI TAL
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Produkty Typ aplikacji

HOTEL

Pamiętaj,  nasz zespół sprzedaży i wsparcia technicznego jest zawsze do Państwa dyspozycji, służąc fachową radą i know-how, pomagając w realizacji wysokowydajnych instalacji HVAC.



14

Wyjątkowa wydajność,
innowacyjna technologia
Wysokiej jakości materiały, fachowe wsparcie oraz 
sprawdzone technologie sprawiają, że nasza wszech-
stronna oferta rozwiązań pomaga Państwu sprostać 
każdemu wyzwaniu XXI wieku.

"Ponieważ IMI Pneumatex jest liderem innowacji, zawsze 
jesteśmy jednymi z pierwszych, którzy poznają najnowsze 
trendy".

Gerhard Heiling, Austria 
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Worek Butylowy
Nasze dziedzictwo- wulkanizowany worek 
butylowy-zapewnia 5 do 10 razy większą 
szczelność na gaz niż jakakolwiek inna 
porównywalna membrana. Najwyższą na 
rynku.

IM
I P

neu
m

ate
x

Dowód skuteczności:
W niezależnym badaniu przeprowadzonym przez 

belgijski instytut sprawdzono spadek ciśnienia 
wstępnego w ośmiu naczyniach wzbiorczych w ciągu 

jednego roku eksploatacji.

Wykres ilustruje , że naczynie IMI Pneumatex 
wyposażone w worek butylowy było co najmniej 5 razy 

bardziej wydajne i utrzymujące odpowiednie ciśnienie niż 
jakiekolwiek inne testowane naczynie wzbiorcze.

.

Roczna utrata ustawionego ciśnienia po 1 roku pracy

Brand Pressure loss Total internal pressure
IMI Pneumatex 3% 97%
Compe�tor B 24% 76%
Compe�tor C 36% 64%
Compe�tor D 45% 55%
Compe�tor E 22% 78%
Compe�tor F 32% 68%
Compe�tor G 29% 71%
Compe�tor H 17% 83%
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Źródło: Szkoła Karel de Grote-Home w Belgii przeprowadziła

porównanie jakości z naczyniami wzbiorczymi.

Brand Pressure loss Total internal pressure
IMI Pneumatex 3% 97%
Compe�tor B 24% 76%
Compe�tor C 36% 64%
Compe�tor D 45% 55%
Compe�tor E 22% 78%
Compe�tor F 32% 68%
Compe�tor G 29% 71%
Compe�tor H 17% 83%
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Brand Pressure loss Total internal pressure
IMI Pneumatex 3% 97%
Compe�tor B 24% 76%
Compe�tor C 36% 64%
Compe�tor D 45% 55%
Compe�tor E 22% 78%
Compe�tor F 32% 68%
Compe�tor G 29% 71%
Compe�tor H 17% 83%
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Pressure loss Total internal pressure
Utrata ciśnienia
Całkowite ciśnienie wewnętrzne

Worek butylowy:
Wyjątkowa wytrzymałość

OBEJRZYJ FILM

"Zawsze używamy produktów wyposażonych w 
butylowy worek ponieważ zapewniają one standard 
jakości który jest zgodny z filozofią naszej firmy". 

René Savaris, Szwajcaria

https://www.youtube.com/watch?v=JKFnhNUmla8&list=PLFq0yOj21kW-R2vy8Z-lGX3ZF1Uf1lDP6&index=29
https://www.youtube.com/watch?v=JKFnhNUmla8&list=PLFq0yOj21kW-R2vy8Z-lGX3ZF1Uf1lDP6&index=29
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BrainCube Connect
BrainCube Connect to uniwersalna jednostka sterująca 
wszystkich urządzeń Pneumatex TecBox, która pomaga 
Państwu zachować kontrolę zawsze i wszędzie.

BrainCube umożliwia uproszczony dostęp do istotnych informacji o 
systemie za pośrednictwem dowolnego podłączonego urządzenia. 
Dzięki temu mogą Państwo wprowadzać ustawienia, zmieniać 
wartości systemowe, uzyskiwać dostęp do danych rejestrujących 
w celu monitorowania wydajności systemu, a nawet  rozwiązywać 
problemy z systemem, niezależnie od tego, czy są Państwo na 
miejscu, czy poza nim.

BainCube Connect:
Inteligentna, intuicyjna 
jednostka sterująca

OBEJRZYJ FILM

https://www.youtube.com/watch?v=WCtlGJNW4lk&list=PLFq0yOj21kW-R2vy8Z-lGX3ZF1Uf1lDP6&index=6
https://www.youtube.com/watch?v=WCtlGJNW4lk&list=PLFq0yOj21kW-R2vy8Z-lGX3ZF1Uf1lDP6&index=6
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Bezproblemowa administracja. 
BrainCube Connect integruje się z 
systemami zarządzania budynkiem 
poprzez znormalizowany protokół Modbus 
na RS485 (RTU) i Ethernet (TCP-IP), 
gotowy do konwersji na inne standardy 
(takie jak KNX i BACnet).

Bezpośrednie połączenie na miejscu 
przez USB i Ethernet z rozwiązaniem 
IMI Hydronic Web-Interface Cloud, taby 
zapewnić Państwu pełną widoczność i 
kontrolę.

Podłączony interfejs. 
Poniższa ilustracja pokazuje 
wszechstronność komunikacyjną 
BrainCube Connect. W przypadku 
wykrycia usterki systemu, alert zostanie 
wysłany bezpośrednio do klienta, który 
może obejrzeć wiadomość na swoim 
smartfonie, uzyskać dostęp do ustawień 
systemu, dokonać regulacji lub wezwać 
serwis, zanim problem się nasili. 

Dzięki portowi RS485 mogą Państwo łatwo podłączyć swoje 
urządzenie do systemu BMS i w pełni kontrolować swój sys-
tem.
• Bezpośrednia komunikacja z BMS poprzez Modbus RTU
• Komunikacja z KNX, BACnet lub innymi sieciami 

poprzez odpowiednie moduły zewnętrzne
• Komunikacja BrainCube do BrainCube 

(np. w sieciach ciśnieniowych Master-Slave 
i funkcja uzupełniania wody z zewnątrz)

Zdalne połączenie

Port USB zapewnia szybkie i niezawodne połączenie
na miejscu w celach serwisowych.
• Aktualizacja oprogramowania firmowego w trybie off-

line
• Transfer danych z BrainCube (historia, wiadomości) 

lub załadowanie nowych ustawień.

Połączenie serwisowe
USB

Połączenie typu Plug & Play
Ethernet

Łatwe podłączenie do Państwa systemu BMS i/lub do IMI 
Cloud Web-Interface poprzez router lub bramkę GSM.
• Bezpośrednia komunikacja z BMS poprzez Modbus TCP
• Komunikacja z KNX, BACnet lub innymi sieciami
• poprzez odpowiednie moduły zewnętrzne
• Połączenie Plug & Play z IMI Hydronic
• Rozwiązanie Web-Interface Cloud

RS485
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Nowy standard w separacji zanieczyszczeń i magnetytu 
rewolucjonizuje konserwację HVAC z 9-krotnie wyższą 
wydajnością.

Technologia cyklonowa

Test przeprowadzony przez niezależne laboratorium: Instytut Techniki Umwelt- und Verfahrenstechnik UMTEC, 
Rapperswil, Szwajcaria

%
 o

f fl
ow

• Wir wodny wywiera 
siłę odśrodkową na 
cząstki zanieczyszczeń 
i dociska je do 
zewnętrznej ściany 
separatora

• Niższa prędkość na 
krawędzi cyklonu 
pozwala grawitacji 
przemieszczać cząstki 
na dno separatora.

• Umieszczona na dole 
płyta spowalniająca 
sprawia, że cząstki 
zanieczyszczeń 
pozostają w komorze 
do czasu ich usunięcia

Dowód skuteczności:
Pomiar efektywności rozdzielania w porównaniu z konkurentami

Korzyści dla Państwa:

• Możliwość stosowania w temperaturach instalacji do 
110ºC dzięki specjalnej mieszance (PPS) zastosowanej w 
częściach wewnętrznych separatora

• Wysoka efektywność niezależnie od wymiarów

• Elastyczny montaż w pozycji poziomej i pionowej

• Konstrukcja liniowa ułatwiająca montaż i konserwację

• Można wychwycić nawet najmniejsze cząsteczki (5-10um), 
które zwykle są odpowiedzialne za najpoważniejsze szkody

• Separacja cyklonowa wyróżnia się szczególnie pod 
względem efektywności w instalacjach o większych 
przepływach

Zeparo Cyclone:
9 razy skuteczniejsza
separacja zanieczyszczeń

OBEJRZYJ FILM

Zasada Cyklonu

E
fe
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ść

Przepływ

Konkurencja B

Konkurencja C

Zeparo Cyclone

Konkurencja A

https://www.youtube.com/watch?v=rspr4AYoTf8&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=50
https://www.youtube.com/watch?v=rspr4AYoTf8&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=50
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Uzyskanie najwyższej wydajności separacji w warunkach 
niskiego przepływu dzięki technologii Helistill.

Podczas procesu sedymentacji przepływ spowalnia się 
wraz z cząstkami brudu, które dostają się do komory 
Zeparo. Niektóre cząstki zaczynają opadać pod wpływem 
grawitacji a pozostałe wpadają na wkładkę helistill i w 
konsekwencji również opadają.

Technologia Helistill

Gama separatorów Zeparo jest wyposażona w 
technologię Helistill.

Kształt wkładu helistill jest idealny do wychwytywania 
mikropęcherzyków powietrza i cząsteczek 
zanieczyszczeń, dzięki czemu można je skutecznie 
oddzielić od wody, a następnie odprowadzić do 
pojemnika, z dala od turbulencji przepływu.

HELI oznacza spiralę i wskazuje na dynamikę styczną w 
procesie separacji.

STILL wskazuje na bezruch wymagany do 
prawidłowego oddzielenia składników gazowych i 
stałych.

Zasada działania Helistill

Zeparo ZT turnable:
Wyjątkowa elastyczność
montażu

OBEJRZYJ FILM

https://www.youtube.com/watch?v=0V4iyJYrCmY&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=3
https://www.youtube.com/watch?v=0V4iyJYrCmY&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=3
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Dowiedz się, która technologia 
jest dla Ciebie najbardziej 
odpowiednia

W przypadku zastosowań, w których przez większość sezonu przepływ 
jest niski (15-20% qprojektowego), Zeparo ZT turnable jest najlepszym wyborem, 
ponieważ w tym urządzeniu, im mniejsza prędkość, tym większa wydajność.

W przypadku zastosowań, w których przez większość sezonu natężenie przepływu 
wynosi ponad 70% of qprojektowego, technologia cyklonowa, a więc  Zeparo Cyclone, 
jest najlepszym wyborem, ponieważ od tej granicy i powyżej niej skuteczność separacji 
jest 9 razy większa niż w przypadku procesu sedymentacji.

W obszarze około 30%-50% qdesignu możliwe jest zastosowanie obu technologii z 
dobrym skutkiem..

Lepsza ochrona.
Mniej problemów.
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Projektowane natężenie przepływu (% qprojektowe)
0 20% 40% 60% 80% 100%

Helistill
Cyclon
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Cyklonowe odgazowanie próżniowe
Najwyższa technologia usuwania gazów, zamknięta 
w kompaktowej, ale bardzo wydajnej konstrukcji, 
spełniającej wymagania dzisiejszych złożonych 
systemów HVAC.
Problemy związane z rozpuszczonymi gazami występują najczęściej podczas instalacji, ponieważ świeża 
woda wprowadzona do systemu zawiera powietrze. Istnieją jednak inne instalacje, w których gazy mogą 
się utrzymywać:

• systemy chłodnicze;

• instalacje, w których gazy powstają w sposób ciągły, np. instalacje wielkopowierzchniowe i/lub 
starsze, a także instalacje z rurami z tworzywa sztucznego;

• wszędzie tam, gdzie dodaje się znaczne ilości wody, np. w związku z rozbudową instalacji.

Z myślą o tych sytuacjach IMI Pneumatex opracował wysoce efektywną technologię, znaną obecnie 
jako cyklonowe odgazowanie próżniowe. Efekt cyklonowy pozwala na koncentrację wolnych gazów 
w centrum cyklonu, gdzie mogą się one połączyć w większe pęcherzyki. Woda jest następnie 
oczyszczana próżniowo w komorze odgazowania.

• Kompaktowa i wydajna 
jednostka odgazowująca 

• Łatwy montaż i 
uruchomienie dzięki 
instalacji plug and play 

• Vento compact 
posiada tryb Eco 
oraz automatyczne i 
bezpośrednie odgazowanie 
wody uzupełniającej

Simply Vento & Vento compact

• Co najmniej 50% bardziej 
wydajny niż większość innych 
systemów odgazowania 
próżniowego dostępnych na 
rynku

• Oszczędność energii i wody

• Bezpośrednie odgazowanie 
wody uzupełniającej: 
dodatkowa ochrona przed 
korozją

Vento Connect

Cyklonowe odgazowanie próżniowe jest stosowane zarówno w serii 
Vento i Transfero Connect. 

Vento connect:
Cyklonowe odgazowanie
próżniowe

OBEJRZYJ FILM

https://www.youtube.com/watch?v=4M9KNr5b4jQ&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=20
https://www.youtube.com/watch?v=4M9KNr5b4jQ&list=PLFq0yOj21kW-L5ivAEBYwPKVsBAKyKq0x&index=20
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Materiały metaliczne, takie jak stal lub żelazo, reagują z tlenem. Reakcja ta nazywa 
się korozją i powoduje powstawanie magnetytu i rdzy, które w trakcie pracy systemu 
HVAC przemieszczają się w nim. 

Wpływ magnetytu w systemach grzewczych 
może:

• Mieć negatywny wpływ na przepływ ciepła ze 
źródła ciepła do miejsca dostarczania ciepła

• Uszkadzać trzpienie zaworów i uszczelki

• Blokować i uszkadzać zasobniki i pompy

• Szybko zanieczyszczać łapacze zanieczyszczeń 
i filtry

Dzięki usunięciu nawet najmniejszych 
elementów magnetytu, przedłuża się żywotność 
najważniejszych elementów instalacji..

Magnesy

Pręt magnetyczny z 
magnetytem w separatorze 
zanieczyszczeń Zeparo

Magnes Ferro 
Cleaner

po 1 roku
eksploatacji

Ferro-Cleaner

Magnetyczny system filtracji przepływowej IMI 
Pneumatex, który łączy niezwykle silny magnes ze 
zintegrowaną magnetyczną anodą ochronną w celu 
redukcji tlenu w wodzie instalacyjnej.
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Oprogramowanie i aplikacje
Nasz wybór narzędzi do planowania i kalkulacji 
eliminuje wątpliwości związane z planowaniem 
systemu, dzięki czemu stanowi idealne uzupełnienie 
naszego asortymentu. 

HySelect 
Wszystko, co potrzebne do projektowania, optymalizacji i sterowania instalacją 
hydrauliczną w jednym oprogramowaniu. 

HySelect pomaga Państwu stworzyć i kontrolować instalację hydrauliczną od etapu 
projektowania aż do uruchomienia. Mogą Państwo w prosty sposób sporządzić projekt 
optymalnego układu instalacji, wprowadzając długości rur, przepływy obliczeniowe 
odbiorników, jak również wartości ciśnienia różnicowego. 

HySelect jest doskonałym narzędziem, które uzupełnia, ale nie zastępuje, wiedzy fachowej 
naszych zespołów handlowych. Proszę więc skontaktować się z nimi, aby dowiedzieć się, w jaki 
sposób nasze oprogramowanie HySelect i nasze wieloletnie doświadczenie w branży może 
pomóc Państwu w tworzeniu doskonałych instalacji hydraulicznych

HyTools jest dostępny w 
App Store 

lub Google Play

Pobierz 
oprogramowanie 
HySelect z 
naszej strony 
internetowej

HyTools. Aplikacja -wszystko w jednym-do obliczeń hydraulicznych. 
HyTools zawiera fachowe dane dotyczące instalacji hydraulicznych, które upraszczają 
złożone obliczenia i wybór produktów. Osiągnięcie idealnego zrównoważenia systemu, 
optymalnego ciśnienia i energooszczędności jest tylko o kilka kliknięć za pomocą 
Państwa smartfona.
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Dzielimy się Wiedzą
Jako firma zorientowana na klienta, z wieloletnim 
doświadczeniem i zaangażowaniem w ponad 100 000 
dużych projektów na całym świecie, zgromadziliśmy 
ogromną wiedzę, którą pragniemy się z Państwem 
podzielić. 

Szkolenia i seminaria dla klientów.   
Nasze zespoły Hydronic College zlokalizowane na całym świecie pomogły ponad 200 000 
profesjonalistom z branży HVAC zapoznać się z naszymi produktami i zdobyć praktyczne 
doświadczenie dzięki sprawnie przeprowadzonym seminariom i szkoleniom..

Partnerstwo z klientami. 
Dzięki dużemu doświadczeniu w terenie mamy know-how, aby wspierać Państwa w 
każdym wyzwaniu, przed którym mogą Państwo stanąć. Współpracujemy z Państwem 
od etapu projektowania aż do ostatecznego uruchomienia, aby pomóc w tworzeniu 
i utrzymaniu zgodnych z przepisami, zrównoważonych i wysoce wydajnych instalacji 
HVAC.

"Bardzo cenię sobie wsparcie projektowe i doradztwo 
techniczne ze strony mojego przedstawiciela handlowego".

Mathew Shiby, Singapur
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Statico

Informacje techniczne
Workowe 
naczynia 
wzbiorcze

Elastyczność

Ciśnienie podczas przerwy w 
dostawie prądu
Stałe ciśnienie

Mała pojemność nominalna

Zdalne sterowanie

Jednostka łączona z 
odgazowaniem

 

S

D

H

 

S

D

H

IMI PNEUMATEX / Pressure Maintenance and Control / Squeeze

Articles

Squeeze SQ
Slim, cylindrical model

 

 

Type VN
[l]

p0
[bar]

D H H*** m
[kg]

S EAN Article No

6 bar (PS)
SQ 140.6 140 3,5 420 1278 1489 25 R1 7640161636361 301011-31200
SQ 200.6 200 3,5 500 1380 1565 33 R1 7640161636378 301011-31400
SQ 300.6 300 3,5 560 1488 1692 39 R1 7640161636385 301011-31600
SQ 400.6 400 3,5 620 1540 1760 57 R1 7640161636392 301011-31700
SQ 500.6 500 3,5 680 1629 1859 66 R1 7640161636408 301011-31800
SQ 600.6 600 3,5 740 1606 1874 76 R1 7640161636415 301011-31900
SQ 800.6 800 3,5 740 2100 2360 100 R1 7640161636422 301011-32200

 

VN = Nominal volume
**) Tolerance 0 /+35
***) Max height when vessel is tilted

Accessories for pressure maintenance

Technical description – Lock shield valve

Applications:
Heating, solar and cooling water systems.
Deployment in systems according to EN 12828.

Media:
Non-aggressive and non-toxic system media.
Addition of antifreeze agent up to 50%.

Functions:
Shut-off. Maintenance and disassembly of expansion vessels.

Pressure:
Min. admissible pressure, PSmin: 0 bar

Max. admissible pressure, PS: 16 bar

Temperature:
Max. admissible temperature, TS: 120 °C
Min. admissible temperature, TSmin: -10 °C

Material:
Brass.

General:
Can only be closed with an allen key which is include in the 
supply, ball valve with DN 15 hose connection for fast draining.

Lock shield valve

Connection set DLV A
Female thread on both sides, 90° bend with threaded seal for direct connection to Statico SU 
expansion vessels.

 

 

Type PS
[bar]

L m
[kg]

S SG SW EAN Article No

DLV 25 A 10 135 0,8 Rp1 Rp1 G3/4 7640161637214 30101050601

 

The products, texts, photographs, graphics and diagrams in this document may be subject to 
alteration by IMI Hydronic Engineering without prior notice or reasons being given. For the most up 

to date information about our products and specifications, please visit www.imi-hydronic.com.

RSS EN Squeeze ed2 08.2018

L

SG

SW

S

Statico SU Smukły, cylindryczny model
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Articles
Statico SD
Discus shaped

 

 

Type VN
[l]

p0
[bar]

D H m
[kg]

S EAN Article No

3 bar (PS)
SD 8.3 8 1 314 166 3,5 R1/2 7640148630016 710 1000
SD 12.3 12 1 352 199 3,7 R1/2 7640148630023 710 1001
SD 18.3 18 1 393 222 4,1 R3/4 7640148630030 710 1002
SD 25.3 25 1 436 249 5 R3/4 7640148630047 710 1003
SD 35.3 35 1 485 280 6,4 R3/4 7640148630054 710 1004
SD 50.3 50 1,5 536 316 8 R3/4 7640148630061 710 1005
SD 80.3 80 1,5 636 346 12,7 R3/4 7640148630078 710 1006
10 bar (PS)
SD 8.10 8 4 314 166** 4,0 R1/2 7640148630085 710 3000
SD 12.10 12 4 352 199** 5,1 R1/2 7640148630092 710 3001
SD 18.10 18 4 393 222** 6,5 R3/4 7640148630108 710 3002
SD 25.10 25 4 436 249** 8 R3/4 7640148630115 710 3003
SD 35.10 35 4 485 280** 9,7 R3/4 7640148630122 710 3004
SD 50.10 50 4 536 316** 12 R3/4 7640148630139 710 3005
SD 80.10 80 4 636 346** 16 R3/4 7640148630146 710 3006

 

VN = Nominal volume
**) Tolerance 0 /+35
Accessories:
Lock shield valve DLV
Intermediate vessel see datasheet Accessories

Statico SU
Slim, cylindrical model

 

 

Type VN
[l]

p0
[bar]

D H H*** m
[kg]

S EAN Article No

3 bar (PS)
SU 140.3 140 1,5 420 1274 1489 25 R3/4 7640148630153 710 1008
SU 200.3 200 1,5 500 1330 1565 32 R3/4 7640148630160 710 1010
SU 300.3 300 1,5 560 1451 1692 38 R3/4 7640148630177 710 1011
SU 400.3 400 1,5 620 1499 1760 56 R3/4 7640148630184 710 1012
SU 500.3 500 1,5 680 1588 1859 65 R3/4 7640148630191 710 1013
SU 600.3 600 1,5 740 1596 1874 75 R3/4 7640148630207 710 1014
SU 800.3 800 1,5 740 2090 2360 98 R3/4 7640148630214 710 1015
6 bar (PS)
SU 140.6 140 3,5 420 1274 1489 25 R3/4 7640148630221 710 2008
SU 200.6 200 3,5 500 1330 1565 33 R3/4 7640148630238 710 2009
SU 300.6 300 3,5 560 1451 1692 39 R3/4 7640148630245 710 2010
SU 400.6 400 3,5 620 1499 1760 57 R3/4 7640148630252 710 2011
SU 500.6 500 3,5 680 1588 1859 66 R3/4 7640148630269 710 2012
SU 600.6 600 3,5 740 1596 1874 76 R3/4 7640148630276 710 2013
SU 800.6 800 3,5 740 2090 2360 100 R3/4 7640148630283 710 2014
10 bar (PS)
SU 140.10 140 4 420 1274 1489 32 R3/4 7640148630290 710 3007
SU 200.10 200 4 500 1330 1565 40 R3/4 7640148630306 710 3008
SU 300.10 300 4 560 1451 1692 59 R3/4 7640148630313 710 3009
SU 400.10 400 4 620 1499 1760 70 R3/4 7640148630320 710 3010
SU 500.10 500 4 680 1588 1859 91 R3/4 7640148630337 710 3011

 

VN = Nominal volume
***) Max. height when vessel is tilted
Accessories:
Lock shield valve DLV
Intermediate vessel see datasheet Accessories
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Articles
Statico SD
Discus shaped

 

 

Type VN
[l]

p0
[bar]

D H m
[kg]

S EAN Article No

3 bar (PS)
SD 8.3 8 1 314 166 3,5 R1/2 7640148630016 710 1000
SD 12.3 12 1 352 199 3,7 R1/2 7640148630023 710 1001
SD 18.3 18 1 393 222 4,1 R3/4 7640148630030 710 1002
SD 25.3 25 1 436 249 5 R3/4 7640148630047 710 1003
SD 35.3 35 1 485 280 6,4 R3/4 7640148630054 710 1004
SD 50.3 50 1,5 536 316 8 R3/4 7640148630061 710 1005
SD 80.3 80 1,5 636 346 12,7 R3/4 7640148630078 710 1006
10 bar (PS)
SD 8.10 8 4 314 166** 4,0 R1/2 7640148630085 710 3000
SD 12.10 12 4 352 199** 5,1 R1/2 7640148630092 710 3001
SD 18.10 18 4 393 222** 6,5 R3/4 7640148630108 710 3002
SD 25.10 25 4 436 249** 8 R3/4 7640148630115 710 3003
SD 35.10 35 4 485 280** 9,7 R3/4 7640148630122 710 3004
SD 50.10 50 4 536 316** 12 R3/4 7640148630139 710 3005
SD 80.10 80 4 636 346** 16 R3/4 7640148630146 710 3006

 

VN = Nominal volume
**) Tolerance 0 /+35
Accessories:
Lock shield valve DLV
Intermediate vessel see datasheet Accessories

Statico SU
Slim, cylindrical model

 

 

Type VN
[l]

p0
[bar]

D H H*** m
[kg]

S EAN Article No

3 bar (PS)
SU 140.3 140 1,5 420 1274 1489 25 R3/4 7640148630153 710 1008
SU 200.3 200 1,5 500 1330 1565 32 R3/4 7640148630160 710 1010
SU 300.3 300 1,5 560 1451 1692 38 R3/4 7640148630177 710 1011
SU 400.3 400 1,5 620 1499 1760 56 R3/4 7640148630184 710 1012
SU 500.3 500 1,5 680 1588 1859 65 R3/4 7640148630191 710 1013
SU 600.3 600 1,5 740 1596 1874 75 R3/4 7640148630207 710 1014
SU 800.3 800 1,5 740 2090 2360 98 R3/4 7640148630214 710 1015
6 bar (PS)
SU 140.6 140 3,5 420 1274 1489 25 R3/4 7640148630221 710 2008
SU 200.6 200 3,5 500 1330 1565 33 R3/4 7640148630238 710 2009
SU 300.6 300 3,5 560 1451 1692 39 R3/4 7640148630245 710 2010
SU 400.6 400 3,5 620 1499 1760 57 R3/4 7640148630252 710 2011
SU 500.6 500 3,5 680 1588 1859 66 R3/4 7640148630269 710 2012
SU 600.6 600 3,5 740 1596 1874 76 R3/4 7640148630276 710 2013
SU 800.6 800 3,5 740 2090 2360 100 R3/4 7640148630283 710 2014
10 bar (PS)
SU 140.10 140 4 420 1274 1489 32 R3/4 7640148630290 710 3007
SU 200.10 200 4 500 1330 1565 40 R3/4 7640148630306 710 3008
SU 300.10 300 4 560 1451 1692 59 R3/4 7640148630313 710 3009
SU 400.10 400 4 620 1499 1760 70 R3/4 7640148630320 710 3010
SU 500.10 500 4 680 1588 1859 91 R3/4 7640148630337 710 3011

 

VN = Nominal volume
***) Max. height when vessel is tilted
Accessories:
Lock shield valve DLV
Intermediate vessel see datasheet Accessories
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Statico SD Kształt dysku
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Articles
Statico SD
Discus shaped

 

 

Type VN
[l]

p0
[bar]

D H m
[kg]

S EAN Article No

3 bar (PS)
SD 8.3 8 1 314 166 3,5 R1/2 7640148630016 710 1000
SD 12.3 12 1 352 199 3,7 R1/2 7640148630023 710 1001
SD 18.3 18 1 393 222 4,1 R3/4 7640148630030 710 1002
SD 25.3 25 1 436 249 5 R3/4 7640148630047 710 1003
SD 35.3 35 1 485 280 6,4 R3/4 7640148630054 710 1004
SD 50.3 50 1,5 536 316 8 R3/4 7640148630061 710 1005
SD 80.3 80 1,5 636 346 12,7 R3/4 7640148630078 710 1006
10 bar (PS)
SD 8.10 8 4 314 166** 4,0 R1/2 7640148630085 710 3000
SD 12.10 12 4 352 199** 5,1 R1/2 7640148630092 710 3001
SD 18.10 18 4 393 222** 6,5 R3/4 7640148630108 710 3002
SD 25.10 25 4 436 249** 8 R3/4 7640148630115 710 3003
SD 35.10 35 4 485 280** 9,7 R3/4 7640148630122 710 3004
SD 50.10 50 4 536 316** 12 R3/4 7640148630139 710 3005
SD 80.10 80 4 636 346** 16 R3/4 7640148630146 710 3006

 

VN = Nominal volume
**) Tolerance 0 /+35
Accessories:
Lock shield valve DLV
Intermediate vessel see datasheet Accessories

Statico SU
Slim, cylindrical model

 

 

Type VN
[l]

p0
[bar]

D H H*** m
[kg]

S EAN Article No

3 bar (PS)
SU 140.3 140 1,5 420 1274 1489 25 R3/4 7640148630153 710 1008
SU 200.3 200 1,5 500 1330 1565 32 R3/4 7640148630160 710 1010
SU 300.3 300 1,5 560 1451 1692 38 R3/4 7640148630177 710 1011
SU 400.3 400 1,5 620 1499 1760 56 R3/4 7640148630184 710 1012
SU 500.3 500 1,5 680 1588 1859 65 R3/4 7640148630191 710 1013
SU 600.3 600 1,5 740 1596 1874 75 R3/4 7640148630207 710 1014
SU 800.3 800 1,5 740 2090 2360 98 R3/4 7640148630214 710 1015
6 bar (PS)
SU 140.6 140 3,5 420 1274 1489 25 R3/4 7640148630221 710 2008
SU 200.6 200 3,5 500 1330 1565 33 R3/4 7640148630238 710 2009
SU 300.6 300 3,5 560 1451 1692 39 R3/4 7640148630245 710 2010
SU 400.6 400 3,5 620 1499 1760 57 R3/4 7640148630252 710 2011
SU 500.6 500 3,5 680 1588 1859 66 R3/4 7640148630269 710 2012
SU 600.6 600 3,5 740 1596 1874 76 R3/4 7640148630276 710 2013
SU 800.6 800 3,5 740 2090 2360 100 R3/4 7640148630283 710 2014
10 bar (PS)
SU 140.10 140 4 420 1274 1489 32 R3/4 7640148630290 710 3007
SU 200.10 200 4 500 1330 1565 40 R3/4 7640148630306 710 3008
SU 300.10 300 4 560 1451 1692 59 R3/4 7640148630313 710 3009
SU 400.10 400 4 620 1499 1760 70 R3/4 7640148630320 710 3010
SU 500.10 500 4 680 1588 1859 91 R3/4 7640148630337 710 3011

 

VN = Nominal volume
***) Max. height when vessel is tilted
Accessories:
Lock shield valve DLV
Intermediate vessel see datasheet Accessories

S

D

H

S
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Articles
Statico SD
Discus shaped

 

 

Type VN
[l]

p0
[bar]

D H m
[kg]

S EAN Article No

3 bar (PS)
SD 8.3 8 1 314 166 3,5 R1/2 7640148630016 710 1000
SD 12.3 12 1 352 199 3,7 R1/2 7640148630023 710 1001
SD 18.3 18 1 393 222 4,1 R3/4 7640148630030 710 1002
SD 25.3 25 1 436 249 5 R3/4 7640148630047 710 1003
SD 35.3 35 1 485 280 6,4 R3/4 7640148630054 710 1004
SD 50.3 50 1,5 536 316 8 R3/4 7640148630061 710 1005
SD 80.3 80 1,5 636 346 12,7 R3/4 7640148630078 710 1006
10 bar (PS)
SD 8.10 8 4 314 166** 4,0 R1/2 7640148630085 710 3000
SD 12.10 12 4 352 199** 5,1 R1/2 7640148630092 710 3001
SD 18.10 18 4 393 222** 6,5 R3/4 7640148630108 710 3002
SD 25.10 25 4 436 249** 8 R3/4 7640148630115 710 3003
SD 35.10 35 4 485 280** 9,7 R3/4 7640148630122 710 3004
SD 50.10 50 4 536 316** 12 R3/4 7640148630139 710 3005
SD 80.10 80 4 636 346** 16 R3/4 7640148630146 710 3006

 

VN = Nominal volume
**) Tolerance 0 /+35
Accessories:
Lock shield valve DLV
Intermediate vessel see datasheet Accessories

Statico SU
Slim, cylindrical model

 

 

Type VN
[l]

p0
[bar]

D H H*** m
[kg]

S EAN Article No

3 bar (PS)
SU 140.3 140 1,5 420 1274 1489 25 R3/4 7640148630153 710 1008
SU 200.3 200 1,5 500 1330 1565 32 R3/4 7640148630160 710 1010
SU 300.3 300 1,5 560 1451 1692 38 R3/4 7640148630177 710 1011
SU 400.3 400 1,5 620 1499 1760 56 R3/4 7640148630184 710 1012
SU 500.3 500 1,5 680 1588 1859 65 R3/4 7640148630191 710 1013
SU 600.3 600 1,5 740 1596 1874 75 R3/4 7640148630207 710 1014
SU 800.3 800 1,5 740 2090 2360 98 R3/4 7640148630214 710 1015
6 bar (PS)
SU 140.6 140 3,5 420 1274 1489 25 R3/4 7640148630221 710 2008
SU 200.6 200 3,5 500 1330 1565 33 R3/4 7640148630238 710 2009
SU 300.6 300 3,5 560 1451 1692 39 R3/4 7640148630245 710 2010
SU 400.6 400 3,5 620 1499 1760 57 R3/4 7640148630252 710 2011
SU 500.6 500 3,5 680 1588 1859 66 R3/4 7640148630269 710 2012
SU 600.6 600 3,5 740 1596 1874 76 R3/4 7640148630276 710 2013
SU 800.6 800 3,5 740 2090 2360 100 R3/4 7640148630283 710 2014
10 bar (PS)
SU 140.10 140 4 420 1274 1489 32 R3/4 7640148630290 710 3007
SU 200.10 200 4 500 1330 1565 40 R3/4 7640148630306 710 3008
SU 300.10 300 4 560 1451 1692 59 R3/4 7640148630313 710 3009
SU 400.10 400 4 620 1499 1760 70 R3/4 7640148630320 710 3010
SU 500.10 500 4 680 1588 1859 91 R3/4 7640148630337 710 3011

 

VN = Nominal volume
***) Max. height when vessel is tilted
Accessories:
Lock shield valve DLV
Intermediate vessel see datasheet Accessories

S

D

H

S



26

Compresso C 10.1 F Connect
Precyzyjne utrzymanie ciśnienia ± 0,1 bar. 1 kompresor. Rozdzielacz z 1 zaworem przelewowym i zaworem 
bezpieczeństwa.

Compresso CU 
Naczynie podstawowe. Miarka do pomiaru zawartości. W komplecie z rurką flex do podłączenia od strony 
wody i zaworem osłonowym z zaworem kulowym do szybkiego spuszczania wody.

Compresso C 15.1 Connect
Precyzyjne utrzymanie ciśnienia ± 0,1 bar. 1 kompresor. Rozdzielacz z 1 zaworem rozlewowym i zaworem 
bezpieczeństwa.

Kompresorowe         
systemy  
utrzymania 
ciśnienia

Elastyczność

Stałe cisnienie

Mała pojemność nominalna

Zdalne sterowanie

Ciśnienie podczas przerwy w 
dostawie prądu
Hałas

Jednostka łączona z 
odgazowaniem

Simply Compresso C 2.1-80 S
Precyzyjne utrzymywanie ciśnienia ± 0,1 bar, funkcja ECO-night. 1 kompresor, 1 zawór rozlewowy, 1 zbiornik 
podstawowy

Simply Compresso

Compresso

9

Installation
 

Control unit TecBox, Simply Compresso C 2.1-80

Simply Compresso C 2.1-80 S
Precision pressure maintenance ± 0.1 bar, ECO-night functionality.
1 compressor, 1 spill valve, 1 primary vessel.

 

 

Type PS
[bar]

max 
dpu
[bar]

VN
[l]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 2.1-80 S 6 2,5 80 603 1107 481 39 0,3 7640153570970 30102141001

 

Simply Compresso C 2.1-80 SWM 
Precision pressure maintenance ± 0.1 bar, ECO-night functionality.
1 compressor, 1 spill valve, 1 primary vessel.

1 water meter and 1 solenoid valve for water make-up.
 

 

Type PS
[bar]

max. 
dpu
[bar]

VN
[l]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 2.1-80 SWM 6 2,5 80 603 1107 481 41 0,3 7640161637443 30102141002

 

VN = Nominal volume

≥ 600 mm

≥ 300 mm

+5°C - +40°C

20% - 80%

Cl ↔: < 60 mg/m²/24h

≥ 600 mm

TecBox + CD 80 E

TecBox

B

H

T

B

H

T
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Installation
 

Control unit TecBox, Simply Compresso C 2.1-80

Simply Compresso C 2.1-80 S
Precision pressure maintenance ± 0.1 bar, ECO-night functionality.
1 compressor, 1 spill valve, 1 primary vessel.

 

 

Type PS
[bar]

max 
dpu
[bar]

VN
[l]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 2.1-80 S 6 2,5 80 603 1107 481 39 0,3 7640153570970 30102141001

 

Simply Compresso C 2.1-80 SWM 
Precision pressure maintenance ± 0.1 bar, ECO-night functionality.
1 compressor, 1 spill valve, 1 primary vessel.

1 water meter and 1 solenoid valve for water make-up.
 

 

Type PS
[bar]

max. 
dpu
[bar]

VN
[l]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 2.1-80 SWM 6 2,5 80 603 1107 481 41 0,3 7640161637443 30102141002

 

VN = Nominal volume

≥ 600 mm

≥ 300 mm

+5°C - +40°C

20% - 80%

Cl ↔: < 60 mg/m²/24h

≥ 600 mm

TecBox + CD 80 E

TecBox

B

H

T

B

H

T

Simply Compresso C 2.1-80 SWM
Precyzyjne utrzymywanie ciśnienia ± 0,1 bar, tryb nocny ECO. 1 sprężarka, 1 zawór rozlewowy, 1 zbiornik 
podstawowy. 1 wodomierz i 1 zawór elektromagnetyczny do uzupełniania wody.

9

Control unit TecBox, Compresso C 10 Connect

Compresso C 10.1 Connect
Precision pressure maintenance ± 0.1 bar
1 compressor. Valve manifold with 1 spill valve and safety valve.

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 10.1-3.0 3 520 1060 350 21 0,6 7640161629042 810 1420
C 10.1-3.75 3,75 520 1060 350 21 0,6 7640161628182 810 1421
C 10.1-4.2 4,2 520 1060 350 21 0,6 7640161629059 810 1422
C 10.1-5.0 5 520 1060 350 21 0,6 7640161628199 810 1423
C 10.1-6.0 6 520 1060 350 21 0,6 7640161628205 810 1424

 

Compresso C 10.2 Connect
Precision pressure maintenance ± 0.1 bar
2 compressors. Valve manifold with 1 spill valve and safety valve. Switching is time and load 
dependant.

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 10.2-3.0 3 520 1060 350 35 1,2 7640161629066 810 1460
C 10.2-3.75 3,75 520 1060 350 35 1,2 7640161628236 810 1461
C 10.2-4.2 4,2 520 1060 350 35 1,2 7640161629073 810 1462
C 10.2-5.0 5 520 1060 350 35 1,2 7640161628243 810 1463
C 10.2-6.0 6 520 1060 350 35 1,2 7640161628250 810 1464

 

T = Depth of the device

Control unit TecBox, Compresso C 15 Connect

Compresso C 15.1 Connect
Precision pressure maintenance ± 0.1 bar
1 compressor. Valve manifold with 1 spill valve and safety valve. 

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 15.1-6.0 6 520 1060 350 42 1,3 7640161628212 810 1434
C 15.1-10.0 10 520 1060 350 42 1,3 7640161628229 810 1435

 

Compresso C 15.2 Connect
Precision pressure maintenance ± 0.1 bar
2 compressors. Valve manifold with 1 spill valve and safety valve. Switching is time and load 
dependant. 

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 15.2-6.0 6 520 1060 350 62 2,6 7640161628267 810 1474
C 15.2-10.0 10 520 1060 350 62 2,6 7640161628274 810 1475

 

T = Depth of the device

B

H

T

B

H

T

B

H

T

B

H

T
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Control unit TecBox, Compresso C 10.F Connect

Compresso C 10.1 F Connect
Precision pressure maintenance ± 0.1 bar
1 compressor. Valve manifold with 1 spill valve and saftey valve.

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 10.1-3.75 F 3,75 370 315 370 14 0,6 7640153570970 810 1411
C 10.1-5 F 5 370 315 370 14 0,6 7640153570987 810 1413
C 10.1-6 F 6 370 315 370 14 0,6 7640153570994 810 1414

 

T = Depth of the device

Expansion vessels

Compresso CU
Primary vessel. Measuring foot for content measurement. Including flex tube for the water-side 
connection and lock shield valve with ball valve for fast draining.

 

 

Type VN
[l]

D H  m
[kg]

S Sw EAN Article No

6 bar (PS)
CU 200.6 200 500 1622  34 Rp1 G3/4 7640148630771 712 1000
CU 300.6 300 560 1753  40 Rp1 G3/4 7640148630788 712 1001
CU 400.6 400 620 1818  58 Rp1 G3/4 7640148630795 712 1002
CU 500.6 500 680 1914  67 Rp1 G3/4 7640148630801 712 1003
CU 600.6 600 740 1925  80 Rp1 G3/4 7640148630818 712 1004
CU 800.6 800 740 2418  98 Rp1 G3/4 7640148630825 712 1005

 

VN = Nominal volume

Compresso CU...E
Secondary vessel. Including flex tube for the water-side connection and lock shield valve with ball valve 
for fast draining, assembly kit for the air-side connection of the vessels.

 

 

Type VN
[l]

D H H*** m
[kg]

S Sw EAN Article No

6 bar (PS)
CU 200.6 E 200 500 1340 1565 33 Rp1 G3/4 7640148630832 712 2000
CU 300.6 E 300 560 1469 1690 39 Rp1 G3/4 7640148630849 712 2001
CU 400.6 E 400 620 1532 1760 57 Rp1 G3/4 7640148630856 712 2002
CU 500.6 E 500 680 1627 1858 66 Rp1 G3/4 7640148630863 712 2003
CU 600.6 E 600 740 1638 1873 79 Rp1 G3/4 7640148630870 712 2004
CU 800.6 E 800 740 2132 2360 97 Rp1 G3/4 7640148630887 712 2005

 

VN = Nominal volume
***) Max. height when vessel is tilted

B

H

 

 

H

D

D

S

SW

H**HT***
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Control unit TecBox, Compresso C 10.F Connect

Compresso C 10.1 F Connect
Precision pressure maintenance ± 0.1 bar
1 compressor. Valve manifold with 1 spill valve and saftey valve.

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 10.1-3.75 F 3,75 370 315 370 14 0,6 7640153570970 810 1411
C 10.1-5 F 5 370 315 370 14 0,6 7640153570987 810 1413
C 10.1-6 F 6 370 315 370 14 0,6 7640153570994 810 1414

 

T = Depth of the device

Expansion vessels

Compresso CU
Primary vessel. Measuring foot for content measurement. Including flex tube for the water-side 
connection and lock shield valve with ball valve for fast draining.

 

 

Type VN
[l]

D H  m
[kg]

S Sw EAN Article No

6 bar (PS)
CU 200.6 200 500 1622  34 Rp1 G3/4 7640148630771 712 1000
CU 300.6 300 560 1753  40 Rp1 G3/4 7640148630788 712 1001
CU 400.6 400 620 1818  58 Rp1 G3/4 7640148630795 712 1002
CU 500.6 500 680 1914  67 Rp1 G3/4 7640148630801 712 1003
CU 600.6 600 740 1925  80 Rp1 G3/4 7640148630818 712 1004
CU 800.6 800 740 2418  98 Rp1 G3/4 7640148630825 712 1005

 

VN = Nominal volume

Compresso CU...E
Secondary vessel. Including flex tube for the water-side connection and lock shield valve with ball valve 
for fast draining, assembly kit for the air-side connection of the vessels.

 

 

Type VN
[l]

D H H*** m
[kg]

S Sw EAN Article No

6 bar (PS)
CU 200.6 E 200 500 1340 1565 33 Rp1 G3/4 7640148630832 712 2000
CU 300.6 E 300 560 1469 1690 39 Rp1 G3/4 7640148630849 712 2001
CU 400.6 E 400 620 1532 1760 57 Rp1 G3/4 7640148630856 712 2002
CU 500.6 E 500 680 1627 1858 66 Rp1 G3/4 7640148630863 712 2003
CU 600.6 E 600 740 1638 1873 79 Rp1 G3/4 7640148630870 712 2004
CU 800.6 E 800 740 2132 2360 97 Rp1 G3/4 7640148630887 712 2005

 

VN = Nominal volume
***) Max. height when vessel is tilted

B

H

 

 

H

D

D

S
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Compresso C 15.2 Connect
Precyzyjne utrzymywanie ciśnienia ± 0,1 bar. 2 sprężarki. Rozdzielacz z 2 zaworami przelewowymi i zaworem 
bezpieczeństwa. Przełączanie zależne od czasu i obciążenia.

Transfero TV .1 E Connect
Precyzyjne utrzymanie ciśnienia ±0,2 bar. 1 pompa. 1 zawór przelewowy do odgazowywania i zwiększania 
ciśnienia. 1 zawór elektromagnetyczny i 1 przepływomierz do uzupełniania wody.

Transfero TV .1 EH Connect
Precyzyjne utrzymanie ciśnienia ±0,2 bar. 1 pompa. 1 zawór spustowy do odgazowywania i zwiększania 
ciśnienia. 1 zawór przelewowy do wyrównywania ciśnienia przy obciążeniu szczytowym. 1 zawór 
elektromagnetyczny i 1 przepływomierzdo uzupełniania wody.

Transfero TV .2 EH Connect
Precyzyjne utrzymanie ciśnienia ±0,2 bar. 2 pompy. 1 zawór spustowy do odgazowywania i zwiększania 
ciśnienia. 1 zawór przelewowy do wyrównywania ciśnienia przy obciążeniu szczytowym. 1 zawór 
elektromagnetyczny i 1 przepływomierz do uzupełniania wody.

 

 

B

H

T

 

 

B

H

T

Transfero

*) Praca pompy

IMI PNEUMATEX / Pressurisation / Transfero TV Connect
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Control unit TecBox, Transfero TV Connect Heating

Transfero TV .1 E Connect
Precision pressure maintenance ±0,2 bar. 1 pump. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation.
1 solenoid valve and 1 water meter for water make-up .

 

 

Type B H T m
[kg]

Pel
[kW]

dpu
[bar]

SPL
[dB(A)]

EAN Article No

10 bar (PS)
TV 4.1 E 500 920 530 40 0.75 1-2,5 ~55* 7640161629462 811 1500
TV 6.1 E 500 920 530 42 1.1 1,5-3,5 ~55* 7640161629479 811 1501
TV 8.1 E 500 920 530 43 1.4 2-4,5 ~55* 7640161629486 811 1502
TV 10.1 E 500 1300 530 50 1.7 3,5-6,5 ~60* 7640161629493 811 1503
13 bar (PS)
TV 14.1 E 500 1300 530 69 1.7 5,5-10 ~60* 7640161629509 811 1504

 

Transfero TV .1 EH Connect
Precision pressure maintenance ±0,2 bar. 1 pump. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation. 1 spill valve for peak load pressurisation.
1 solenoid valve and 1 water meter for water make-up .

 

 

Type B H T m
[kg]

Pel
[kW]

dpu
[bar]

SPL
[dB(A)]

EAN Article No

10 bar (PS)
TV 4.1 EH 500 920 530 41 0.75 1-2,5 ~55* 7640161629516 811 1510
TV 6.1 EH 500 920 530 44 1.1 1,5-3,5 ~55* 7640161629523 811 1511
TV 8.1 EH 500 920 530 45 1.4 2-4,5 ~55* 7640161629530 811 1512
TV 10.1 EH 500 1300 530 52 1.7 3,5-6,5 ~60* 7640161629547 811 1513
13 bar (PS) 
TV 14.1 EH 500 1300 530 72 1.7 5,5-10 ~60* 7640161629851 811 1514

 

Transfero TV .2 EH Connect
Precision pressure maintenance ±0,2 bar. 2 pumps. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation. 1 spill valve for peak load pressurisation.
1 solenoid valve and 1 water meter for water make-up .

 

 

Type B H T m
[kg]

Pel
[kW]

dpu
[bar]

SPL
[dB(A)]

EAN Article No

10 bar (PS)
TV 4.2 EH 680 920 530 50 1.5 1-2,5 ~55* 7640161629554 811 1520
TV 6.2 EH 680 920 530 53 2.2 1,5-3,5 ~55* 7640161629561 811 1521
TV 8.2 EH 680 920 530 56 2.8 2-4,5 ~55* 7640161629578 811 1522
TV 10.2 EH 680 1300 530 70 3.4 3,5-6,5 ~60* 7640161629585 811 1523
13 bar (PS)
TV 14.2 EH 680 1300 530 97 3.4 5,5-10 ~60* 7640161629592 811 1524

 

T = Depth of the device
dpu = Working pressure range
*) Pump operation

B

H

T

B

H

T

B

H

T
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Control unit TecBox, Compresso C 10 Connect

Compresso C 10.1 Connect
Precision pressure maintenance ± 0.1 bar
1 compressor. Valve manifold with 1 spill valve and safety valve.

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 10.1-3.0 3 520 1060 350 21 0,6 7640161629042 810 1420
C 10.1-3.75 3,75 520 1060 350 21 0,6 7640161628182 810 1421
C 10.1-4.2 4,2 520 1060 350 21 0,6 7640161629059 810 1422
C 10.1-5.0 5 520 1060 350 21 0,6 7640161628199 810 1423
C 10.1-6.0 6 520 1060 350 21 0,6 7640161628205 810 1424

 

Compresso C 10.2 Connect
Precision pressure maintenance ± 0.1 bar
2 compressors. Valve manifold with 1 spill valve and safety valve. Switching is time and load 
dependant.

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 10.2-3.0 3 520 1060 350 35 1,2 7640161629066 810 1460
C 10.2-3.75 3,75 520 1060 350 35 1,2 7640161628236 810 1461
C 10.2-4.2 4,2 520 1060 350 35 1,2 7640161629073 810 1462
C 10.2-5.0 5 520 1060 350 35 1,2 7640161628243 810 1463
C 10.2-6.0 6 520 1060 350 35 1,2 7640161628250 810 1464

 

T = Depth of the device

Control unit TecBox, Compresso C 15 Connect

Compresso C 15.1 Connect
Precision pressure maintenance ± 0.1 bar
1 compressor. Valve manifold with 1 spill valve and safety valve. 

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 15.1-6.0 6 520 1060 350 42 1,3 7640161628212 810 1434
C 15.1-10.0 10 520 1060 350 42 1,3 7640161628229 810 1435

 

Compresso C 15.2 Connect
Precision pressure maintenance ± 0.1 bar
2 compressors. Valve manifold with 1 spill valve and safety valve. Switching is time and load 
dependant. 

 

 

Type PS
[bar]

B H T m
[kg]

Pel
[kW]

EAN Article No

C 15.2-6.0 6 520 1060 350 62 2,6 7640161628267 810 1474
C 15.2-10.0 10 520 1060 350 62 2,6 7640161628274 810 1475

 

T = Depth of the device

B

H

T

B

H

T

B

H

T

B

H

T
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Control unit TecBox, Transfero TV Connect Heating

Transfero TV .1 E Connect
Precision pressure maintenance ±0,2 bar. 1 pump. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation.
1 solenoid valve and 1 water meter for water make-up .

 

 

Type B H T m
[kg]

Pel
[kW]

dpu
[bar]

SPL
[dB(A)]

EAN Article No

10 bar (PS)
TV 4.1 E 500 920 530 40 0.75 1-2,5 ~55* 7640161629462 811 1500
TV 6.1 E 500 920 530 42 1.1 1,5-3,5 ~55* 7640161629479 811 1501
TV 8.1 E 500 920 530 43 1.4 2-4,5 ~55* 7640161629486 811 1502
TV 10.1 E 500 1300 530 50 1.7 3,5-6,5 ~60* 7640161629493 811 1503
13 bar (PS)
TV 14.1 E 500 1300 530 69 1.7 5,5-10 ~60* 7640161629509 811 1504

 

Transfero TV .1 EH Connect
Precision pressure maintenance ±0,2 bar. 1 pump. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation. 1 spill valve for peak load pressurisation.
1 solenoid valve and 1 water meter for water make-up .

 

 

Type B H T m
[kg]

Pel
[kW]

dpu
[bar]

SPL
[dB(A)]

EAN Article No

10 bar (PS)
TV 4.1 EH 500 920 530 41 0.75 1-2,5 ~55* 7640161629516 811 1510
TV 6.1 EH 500 920 530 44 1.1 1,5-3,5 ~55* 7640161629523 811 1511
TV 8.1 EH 500 920 530 45 1.4 2-4,5 ~55* 7640161629530 811 1512
TV 10.1 EH 500 1300 530 52 1.7 3,5-6,5 ~60* 7640161629547 811 1513
13 bar (PS) 
TV 14.1 EH 500 1300 530 72 1.7 5,5-10 ~60* 7640161629851 811 1514

 

Transfero TV .2 EH Connect
Precision pressure maintenance ±0,2 bar. 2 pumps. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation. 1 spill valve for peak load pressurisation.
1 solenoid valve and 1 water meter for water make-up .

 

 

Type B H T m
[kg]

Pel
[kW]

dpu
[bar]

SPL
[dB(A)]

EAN Article No

10 bar (PS)
TV 4.2 EH 680 920 530 50 1.5 1-2,5 ~55* 7640161629554 811 1520
TV 6.2 EH 680 920 530 53 2.2 1,5-3,5 ~55* 7640161629561 811 1521
TV 8.2 EH 680 920 530 56 2.8 2-4,5 ~55* 7640161629578 811 1522
TV 10.2 EH 680 1300 530 70 3.4 3,5-6,5 ~60* 7640161629585 811 1523
13 bar (PS)
TV 14.2 EH 680 1300 530 97 3.4 5,5-10 ~60* 7640161629592 811 1524

 

T = Depth of the device
dpu = Working pressure range
*) Pump operation

B

H

T

B

H

T

B

H

T

IMI PNEUMATEX / Pressurisation / Transfero TV Connect

12

Control unit TecBox, Transfero TV Connect Heating

Transfero TV .1 E Connect
Precision pressure maintenance ±0,2 bar. 1 pump. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation.
1 solenoid valve and 1 water meter for water make-up .

 

 

Type B H T m
[kg]

Pel
[kW]

dpu
[bar]

SPL
[dB(A)]

EAN Article No

10 bar (PS)
TV 4.1 E 500 920 530 40 0.75 1-2,5 ~55* 7640161629462 811 1500
TV 6.1 E 500 920 530 42 1.1 1,5-3,5 ~55* 7640161629479 811 1501
TV 8.1 E 500 920 530 43 1.4 2-4,5 ~55* 7640161629486 811 1502
TV 10.1 E 500 1300 530 50 1.7 3,5-6,5 ~60* 7640161629493 811 1503
13 bar (PS)
TV 14.1 E 500 1300 530 69 1.7 5,5-10 ~60* 7640161629509 811 1504

 

Transfero TV .1 EH Connect
Precision pressure maintenance ±0,2 bar. 1 pump. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation. 1 spill valve for peak load pressurisation.
1 solenoid valve and 1 water meter for water make-up .

 

 

Type B H T m
[kg]

Pel
[kW]

dpu
[bar]

SPL
[dB(A)]

EAN Article No

10 bar (PS)
TV 4.1 EH 500 920 530 41 0.75 1-2,5 ~55* 7640161629516 811 1510
TV 6.1 EH 500 920 530 44 1.1 1,5-3,5 ~55* 7640161629523 811 1511
TV 8.1 EH 500 920 530 45 1.4 2-4,5 ~55* 7640161629530 811 1512
TV 10.1 EH 500 1300 530 52 1.7 3,5-6,5 ~60* 7640161629547 811 1513
13 bar (PS) 
TV 14.1 EH 500 1300 530 72 1.7 5,5-10 ~60* 7640161629851 811 1514

 

Transfero TV .2 EH Connect
Precision pressure maintenance ±0,2 bar. 2 pumps. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation. 1 spill valve for peak load pressurisation.
1 solenoid valve and 1 water meter for water make-up .

 

 

Type B H T m
[kg]

Pel
[kW]

dpu
[bar]

SPL
[dB(A)]

EAN Article No

10 bar (PS)
TV 4.2 EH 680 920 530 50 1.5 1-2,5 ~55* 7640161629554 811 1520
TV 6.2 EH 680 920 530 53 2.2 1,5-3,5 ~55* 7640161629561 811 1521
TV 8.2 EH 680 920 530 56 2.8 2-4,5 ~55* 7640161629578 811 1522
TV 10.2 EH 680 1300 530 70 3.4 3,5-6,5 ~60* 7640161629585 811 1523
13 bar (PS)
TV 14.2 EH 680 1300 530 97 3.4 5,5-10 ~60* 7640161629592 811 1524

 

T = Depth of the device
dpu = Working pressure range
*) Pump operation

B

H

T

B

H

T

B

H

T

Pompowe  
systemy  
utrzymania 
ciśnienia

Jednostka łączona z 
odgazowaniem
Mała pojemność nominalna

Zdalne sterowanie

Stałe ciśnienie

Hałas

Elastyczność

Ciśnienie podczas przerwy w 
dostawie prądu
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Transfero TVI .2 EH Connect
Precyzyjne utrzymanie ciśnienia ±0,2 bar. 2 pompy. 1 zawór spustowy do odgazowywania. 1 zawór przelewowy 
do wyrównywania ciśnienia przy obciążeniu szczytowym. 1 zawór elektromagnetyczny i 1 przepływomierz do 
uzupełniania wody.

IMI PNEUMATEX / Pressure Maintenance and Control / Transfero TVI Connect

12

Control unit TecBox, Transfero TVI Connect Heating

Transfero TVI .1 EH Connect
Precision pressure maintenance ±0,2 bar. 1 pump. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation.  
1 spill valve for peak load pressurisation.
1 solenoid valve and 1 water meter for water make-up.

 

 

Type B H T m
[kg]

Pel
[kW]

dpu 
[bar]

SPL
[dB(A)]

EAN Article No

16 bar (PS)
TVI 19.1 EH 570 1086 601 85 2,6 6,5-15,5 ~60* 7640161636767 30103280600
25 bar (PS)
TVI 25.1 EH 570 1258 601 94 3,4 10,5-20,5 ~60* 7640161636712 30103280700

 

Transfero TVI .2 EH Connect
Precision pressure maintenance ±0,2 bar. 2 pumps. 1 spill valve and 2 motor driven valves for 
degassing and pressurisation.  
1 spill valve for peak load pressurisation.
1 solenoid valve and 1 water meter for water make-up.

 

 

Type B H T m
[kg]

Pel
[kW]

dpu 
[bar]

SPL
[dB(A)]

EAN Article No

16 bar (PS)
TVI 19.2 EH 751 1086 601 132 5,2 6,5-15,5 ~60* 7640161636927 30103290600
25 bar (PS)
TVI 25.2 EH 751 1258 601 150 6,8 10,5-20,5 ~60* 7640161636729 30103290700

 

T = Depth of the device
dpu = Working pressure range
*) Pump operationTransfero TU

Naczynie podstawowe. Miarka do pomiaru zawartości. W komplecie zestaw montażowy do strony wodnej.

Transfero TG
Naczynie podstawowe. Miarka do pomiaru zawartości. W komplecie zestaw montażowy do podłączenia od 
strony wody.

 

 

 

 

D

H

S

 

 

D

H

S

 

Transfero

*) Praca pompy

*) Zbiornik specjalny na życzenie.

IMI PNEUMATEX / Pressure Maintenance and Control / Transfero TVI Connect
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Expansion vessels, Transfero TU/TU...E

Transfero TU
Primary vessel. Measuring foot for content measurement. Including assembly kit for the water-side 
connection.

 

 

Type VN
[l]

D H H*** m
[kg]

S EAN Article No

2 bar (PS)
TU 200 200 500 1339 1565 36 Rp 1 1/4 7640148631594 713 1000
TU 300 300 560 1469 1690 41 Rp 1 1/4 7640148631600 713 1001
TU 400 400 620 1532 1760 58 Rp 1 1/4 7640148631617 713 1002
TU 500 500 680 1627 1858 68 Rp 1 1/4 7640148631624 713 1003
TU 600 600 740 1638 1873 78 Rp 1 1/4 7640148631631 713 1004
TU 800 800 740 2132 2360 99 Rp 1 1/4 7640148631648 713 1005

 

Transfero TU...E
Secondary vessel.
Including assembly kit for the water-side connection, flexible hose and lock shield valve with ball valve 
for fast draining.

 

 

Type VN
[l]

D H H*** m
[kg]

S EAN Article No

2 bar (PS)
TU 200 E 200 500 1339 1565 35 Rp 1 1/4 7640148631655 713 2000
TU 300 E 300 560 1469 1690 40 Rp 1 1/4 7640148631662 713 2001
TU 400 E 400 620 1532 1760 57 Rp 1 1/4 7640148631679 713 2002
TU 500 E 500 680 1627 1868 67 Rp 1 1/4 7640148631686 713 2003
TU 600 E 600 740 1638 1873 75 Rp 1 1/4 7640148631693 713 2004
TU 800 E 800 740 2132 2360 98 Rp 1 1/4 7640148631709 713 2005

 

VN = Nominal volume
***) Max. height when vessel is tilted

  

  

D
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D

H

S
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Expansion vessels, Transfero TG/TG...E

Transfero TG
Primary vessel. Measuring foot for content measurement. Including assembly kit for the water-side 
connection.

 

 

Type * VN
[l]

D H** H*** m
[kg]

S EAN Article No

2 bar (PS)
TG 1000 1000 850 2098 2264 280 Rp 1 1/4 7640148631716 713 1006
TG 1500 1500 1016 2247 2466 360 Rp 1 1/4 7640148631723 713 1007
TG 2000 2000 1016 2746 2928 640 Rp 1 1/4 7640148631730 713 1012
TG 3000 3000 1300 2847 3130 800 Rp 1 1/4 7640148631747 713 1009
TG 4000 4000 1300 3492 3726 910 Rp 1 1/4 7640148631754 713 1010
TG 5000 5000 1300 4137 4336 1010 Rp 1 1/4 7640148631761 713 1011

 

Transfero TG...E
Secondary vessel.
Including flexible hose for the water-side connection and lock shield valve with ball valve for fast 
draining.

 

 

Type * VN
[l]

D H** H*** m
[kg]

S Sw EAN Article No

2 bar (PS)
TG 1000 E 1000 850 2098 2264 280 Rp 1 1/4 G3/4 7640148631778 713 2006
TG 1500 E 1500 1016 2247 2466 360 Rp 1 1/4 G3/4 7640148631785 713 2007
TG 2000 E 2000 1016 2746 2928 640 Rp 1 1/4 G3/4 7640148631792 713 2012
TG 3000 E 3000 1300 2847 3130 800 Rp 1 1/4 G3/4 7640148631808 713 2009
TG 4000 E 4000 1300 3492 3726 910 Rp 1 1/4 G3/4 7640148631815 713 2010
TG 5000 E 5000 1300 4137 4336 1010 Rp 1 1/4 G3/4 7640148631822 713 2011

 

VN = Nominal volume
SW = Draining
*) Special vessel upon request.
**) Tolerance 0 /-100.
***) Max. height when vessel is tilted

D

H

S

D

H

S

Pompowe  
systemy  
utrzymania 
ciśnienia

Jednostka łączona z 
odgazowaniem
Mała pojemność nominalna

Zdalne sterowanie

Stałe ciśnienie

Hałas

Elastyczność

Ciśnienie podczas przerwy w 
dostawie prądu
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Informacje techniczne

Zeparo Cyclone ZCD Instalacja pozioma i pionowa.

ZCD + ZCHM Instalacja pozioma i pionowa.

Magnes i Izolacja ZCHM Izolację z magnesem można zamontować na Zeparo Cyclone bez konieczności 
opróżniania systemu. Kompatybilna również z kołnierzem ZCDF.

Zeparo Cyclone ZCDF Instalacja pozioma i pionowa

Zeparo Cyclone

7

Zeparo Cyclone Dirt ZCD – Separator, version Dirt for sludge particles

Zeparo Cyclone ZCD
Horizontal and vertical installation.
Female thread according to ISO 228. DN 20 thread length according to ISO 7/1. 

 

 

Type H h1 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

D EAN Article No

ZCD 20 * 201 305 100 1,18 2,3 1,3 G3/4 7640153570543 789 7420
ZCD 25 201 305 100 1,47 3,8 1,3 G1 7640153570550 789 7425
ZCD 32 258 355 122 3,18 7,2 2,2 G1 1/4 7640153570567 789 7432
ZCD 40 310 400 158 4,75 10,2 3,7 G1 1/2 7640153570574 789 7440
ZCD 50 310 400 160 6,88 16,0 3,9 G2 7640153570581 789 7450

 

Zeparo Cyclone ZCDF
Horizontal and vertical installation.
Flanges according to EN 1092-1.

 

 

Type DN H h1 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

D EAN Article No

ZCDF 50 325 400 230 6.88 16.0 8.78 165 5902276895135 303040-80902

 

Zeparo Cyclone ZCDM Sets

ZCD + ZCHM
Horizontal and vertical installation.

 

 

Type H h1 L B
[mm]

m
[kg]

D Number of 
magnets

EAN Article No

20 * 213,5 305 100 110 1,4 G3/4 4 7640153570598 789 7520
25 213,5 305 100 110 1,4 G1 4 7640153570604 789 7525
32 269,5 355 122 132 2,4 G1 1/4 4 7640153570611 789 7532
40 327,2 400 158 160,5 3,9 G1 1/2 6 7640153570628 789 7540
50 327,2 400 160 160,5 4,2 G2 6 7640153570635 789 7550

 

*) Can be connected to smooth pipes by KOMBI compression coupling. 
qmax calculated on max speed in the pipe of 2 m/s. 
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Zeparo Cyclone Dirt ZCD – Separator, version Dirt for sludge particles

Zeparo Cyclone ZCD
Horizontal and vertical installation.
Female thread according to ISO 228. DN 20 thread length according to ISO 7/1. 

 

 

Type H h1 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

D EAN Article No

ZCD 20 * 201 305 100 1,18 2,3 1,3 G3/4 7640153570543 789 7420
ZCD 25 201 305 100 1,47 3,8 1,3 G1 7640153570550 789 7425
ZCD 32 258 355 122 3,18 7,2 2,2 G1 1/4 7640153570567 789 7432
ZCD 40 310 400 158 4,75 10,2 3,7 G1 1/2 7640153570574 789 7440
ZCD 50 310 400 160 6,88 16,0 3,9 G2 7640153570581 789 7450

 

Zeparo Cyclone ZCDF
Horizontal and vertical installation.
Flanges according to EN 1092-1.

 

 

Type DN H h1 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

D EAN Article No

ZCDF 50 325 400 230 6.88 16.0 8.78 165 5902276895135 303040-80902

 

Zeparo Cyclone ZCDM Sets

ZCD + ZCHM
Horizontal and vertical installation.

 

 

Type H h1 L B
[mm]

m
[kg]

D Number of 
magnets

EAN Article No

20 * 213,5 305 100 110 1,4 G3/4 4 7640153570598 789 7520
25 213,5 305 100 110 1,4 G1 4 7640153570604 789 7525
32 269,5 355 122 132 2,4 G1 1/4 4 7640153570611 789 7532
40 327,2 400 158 160,5 3,9 G1 1/2 6 7640153570628 789 7540
50 327,2 400 160 160,5 4,2 G2 6 7640153570635 789 7550

 

*) Can be connected to smooth pipes by KOMBI compression coupling. 
qmax calculated on max speed in the pipe of 2 m/s. 
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Zeparo Cyclone Dirt ZCD – Separator, version Dirt for sludge particles

Zeparo Cyclone ZCD
Horizontal and vertical installation.
Female thread according to ISO 228. DN 20 thread length according to ISO 7/1. 

 

 

Type H h1 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

D EAN Article No

ZCD 20 * 201 305 100 1,18 2,3 1,3 G3/4 7640153570543 789 7420
ZCD 25 201 305 100 1,47 3,8 1,3 G1 7640153570550 789 7425
ZCD 32 258 355 122 3,18 7,2 2,2 G1 1/4 7640153570567 789 7432
ZCD 40 310 400 158 4,75 10,2 3,7 G1 1/2 7640153570574 789 7440
ZCD 50 310 400 160 6,88 16,0 3,9 G2 7640153570581 789 7450

 

Zeparo Cyclone ZCDF
Horizontal and vertical installation.
Flanges according to EN 1092-1.

 

 

Type DN H h1 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

D EAN Article No

ZCDF 50 325 400 230 6.88 16.0 8.78 165 5902276895135 303040-80902

 

Zeparo Cyclone ZCDM Sets

ZCD + ZCHM
Horizontal and vertical installation.

 

 

Type H h1 L B
[mm]

m
[kg]

D Number of 
magnets

EAN Article No

20 * 213,5 305 100 110 1,4 G3/4 4 7640153570598 789 7520
25 213,5 305 100 110 1,4 G1 4 7640153570604 789 7525
32 269,5 355 122 132 2,4 G1 1/4 4 7640153570611 789 7532
40 327,2 400 158 160,5 3,9 G1 1/2 6 7640153570628 789 7540
50 327,2 400 160 160,5 4,2 G2 6 7640153570635 789 7550

 

*) Can be connected to smooth pipes by KOMBI compression coupling. 
qmax calculated on max speed in the pipe of 2 m/s. 
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IMI PNEUMATEX / Air Vents, Dirt Separators and Degassing / Zeparo Cyclone

Accessories

Magnet and Thermal insulation ZCHM
The insulation with magnet can be mounted on the Zeparo Cyclone without draining the system. Also 
compatible with the flanged ZCDF.

 

 

Type Size H L B Number of 
magnets

m
[kg]

EAN Article no 

ZCHM 20-25 DN 20-25 175 108 110 4 0,126 7640161629158 787 7425
ZCHM 32 DN 32 232 132 134 4 0,189 7640161629202 787 7432
ZCHM 40-50 DN 40-50 289 158,5 160,5 6 0,310 7640161629219 787 7450

 

To select a Zeparo Cyclone with magnet you have to order a Zeparo Cyclone ZCD and an insulation 
with magnet ZCHM in the same dimension or use the set ZCDM. 

KOMBI compression coupling
Max.: 100°C
(For more information see catalogue leaflet KOMBI.)
Support bush should be used TA 320 for copper pipes and TA 321 for steel pipes, see catalogue 
leaflet KOMBI.

 

 

Male pipe threads 
on thrust screw

For pipes, 
diameter

EAN Article No

G3/4 15 7318792875403 53 235-117
G3/4 18 7318792875601 53 235-121
G3/4 22 7318792875700 53 235-123
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Zeparo Cyclone Dirt ZCD – Separator, version Dirt for sludge particles

Zeparo Cyclone ZCD
Horizontal and vertical installation.
Female thread according to ISO 228. DN 20 thread length according to ISO 7/1. 

 

 

Type H h1 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

D EAN Article No

ZCD 20 * 201 305 100 1,18 2,3 1,3 G3/4 7640153570543 789 7420
ZCD 25 201 305 100 1,47 3,8 1,3 G1 7640153570550 789 7425
ZCD 32 258 355 122 3,18 7,2 2,2 G1 1/4 7640153570567 789 7432
ZCD 40 310 400 158 4,75 10,2 3,7 G1 1/2 7640153570574 789 7440
ZCD 50 310 400 160 6,88 16,0 3,9 G2 7640153570581 789 7450

 

Zeparo Cyclone ZCDF
Horizontal and vertical installation.
Flanges according to EN 1092-1.

 

 

Type DN H h1 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

D EAN Article No

ZCDF 50 325 400 230 6.88 16.0 8.78 165 5902276895135 303040-80902

 

Zeparo Cyclone ZCDM Sets

ZCD + ZCHM
Horizontal and vertical installation.

 

 

Type H h1 L B
[mm]

m
[kg]

D Number of 
magnets

EAN Article No

20 * 213,5 305 100 110 1,4 G3/4 4 7640153570598 789 7520
25 213,5 305 100 110 1,4 G1 4 7640153570604 789 7525
32 269,5 355 122 132 2,4 G1 1/4 4 7640153570611 789 7532
40 327,2 400 158 160,5 3,9 G1 1/2 6 7640153570628 789 7540
50 327,2 400 160 160,5 4,2 G2 6 7640153570635 789 7550

 

*) Can be connected to smooth pipes by KOMBI compression coupling. 
qmax calculated on max speed in the pipe of 2 m/s. 
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Zeparo Cyclone ZCD
Horizontal and vertical installation.
Female thread according to ISO 228. DN 20 thread length according to ISO 7/1. 
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Accessories

Magnet and Thermal insulation ZCHM
The insulation with magnet can be mounted on the Zeparo Cyclone without draining the system. Also 
compatible with the flanged ZCDF.

 

 

Type Size H L B Number of 
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m
[kg]

EAN Article no 

ZCHM 20-25 DN 20-25 175 108 110 4 0,126 7640161629158 787 7425
ZCHM 32 DN 32 232 132 134 4 0,189 7640161629202 787 7432
ZCHM 40-50 DN 40-50 289 158,5 160,5 6 0,310 7640161629219 787 7450

 

To select a Zeparo Cyclone with magnet you have to order a Zeparo Cyclone ZCD and an insulation 
with magnet ZCHM in the same dimension or use the set ZCDM. 

KOMBI compression coupling
Max.: 100°C
(For more information see catalogue leaflet KOMBI.)
Support bush should be used TA 320 for copper pipes and TA 321 for steel pipes, see catalogue 
leaflet KOMBI.
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For pipes, 
diameter

EAN Article No
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Zeparo Cyclone Dirt ZCD – Separator, version Dirt for sludge particles

Zeparo Cyclone ZCD
Horizontal and vertical installation.
Female thread according to ISO 228. DN 20 thread length according to ISO 7/1. 

 

 

Type H h1 L qnom

[m3/h]
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[m3/h]
m
[kg]

D EAN Article No
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Horizontal and vertical installation.
Flanges according to EN 1092-1.

 

 

Type DN H h1 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

D EAN Article No

ZCDF 50 325 400 230 6.88 16.0 8.78 165 5902276895135 303040-80902

 

Zeparo Cyclone ZCDM Sets

ZCD + ZCHM
Horizontal and vertical installation.

 

 

Type H h1 L B
[mm]

m
[kg]

D Number of 
magnets

EAN Article No

20 * 213,5 305 100 110 1,4 G3/4 4 7640153570598 789 7520
25 213,5 305 100 110 1,4 G1 4 7640153570604 789 7525
32 269,5 355 122 132 2,4 G1 1/4 4 7640153570611 789 7532
40 327,2 400 158 160,5 3,9 G1 1/2 6 7640153570628 789 7540
50 327,2 400 160 160,5 4,2 G2 6 7640153570635 789 7550

 

*) Can be connected to smooth pipes by KOMBI compression coupling. 
qmax calculated on max speed in the pipe of 2 m/s. 
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Zeparo ZUV Gwint wewnętrzny. Montaż poziomy.

Zeparo ZUVS solar Gwint wewnętrzny. Montaż poziomy.

Zeparo ZUT Gwint wewnętrzny. Instalacja pionowa.

Zeparo ZUTS Solar Gwint wewnętrzny. Instalacja pionowa.

Zeparo ZUP Gwint zewnętrzny. Montaż pionowy.

Zeparo ZUPN Instalacja pionowa. 

Zeparo ZU

3

Zeparo ZUT – Automatic air vent, version Top

Zeparo ZUT
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUT 15 124 149 0,6 Rp1/2 10 7640148632454 789 0515
ZUT 20 124 149 0,7 Rp3/4 10 7640148632461 789 0520
ZUT 25 124 149 0,7 Rp1 10 7640148632478 789 0525

 

Zeparo ZUTS solar
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUTS 15 124 149 0,6 Rp1/2 10 7640148632492 789 1615

 

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

dpu = Working pressure range

Zeparo ZUP – Automatic air vent, version Purge

Zeparo ZUP
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUP 10 90 110 0,4 R3/8 6 7640148632508 789 1510

 

Zeparo ZUPW
Male thread. Vertical installation.
Color white.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUPW 10 90 110 0,4 R3/8 6 7640148632515 789 1410

 

dpu = Working pressure range
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Zeparo ZUT – Automatic air vent, version Top

Zeparo ZUT
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUT 15 124 149 0,6 Rp1/2 10 7640148632454 789 0515
ZUT 20 124 149 0,7 Rp3/4 10 7640148632461 789 0520
ZUT 25 124 149 0,7 Rp1 10 7640148632478 789 0525

 

Zeparo ZUTS solar
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUTS 15 124 149 0,6 Rp1/2 10 7640148632492 789 1615

 

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

dpu = Working pressure range

Zeparo ZUP – Automatic air vent, version Purge

Zeparo ZUP
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUP 10 90 110 0,4 R3/8 6 7640148632508 789 1510

 

Zeparo ZUPW
Male thread. Vertical installation.
Color white.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUPW 10 90 110 0,4 R3/8 6 7640148632515 789 1410

 

dpu = Working pressure range
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Zeparo ZUT – Automatic air vent, version Top

Zeparo ZUT
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUT 15 124 149 0,6 Rp1/2 10 7640148632454 789 0515
ZUT 20 124 149 0,7 Rp3/4 10 7640148632461 789 0520
ZUT 25 124 149 0,7 Rp1 10 7640148632478 789 0525

 

Zeparo ZUTS solar
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUTS 15 124 149 0,6 Rp1/2 10 7640148632492 789 1615

 

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

dpu = Working pressure range

Zeparo ZUP – Automatic air vent, version Purge

Zeparo ZUP
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUP 10 90 110 0,4 R3/8 6 7640148632508 789 1510

 

Zeparo ZUPW
Male thread. Vertical installation.
Color white.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUPW 10 90 110 0,4 R3/8 6 7640148632515 789 1410

 

dpu = Working pressure range
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Zeparo ZUT – Automatic air vent, version Top

Zeparo ZUT
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUT 15 124 149 0,6 Rp1/2 10 7640148632454 789 0515
ZUT 20 124 149 0,7 Rp3/4 10 7640148632461 789 0520
ZUT 25 124 149 0,7 Rp1 10 7640148632478 789 0525

 

Zeparo ZUTS solar
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUTS 15 124 149 0,6 Rp1/2 10 7640148632492 789 1615

 

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

dpu = Working pressure range

Zeparo ZUP – Automatic air vent, version Purge

Zeparo ZUP
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUP 10 90 110 0,4 R3/8 6 7640148632508 789 1510

 

Zeparo ZUPW
Male thread. Vertical installation.
Color white.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUPW 10 90 110 0,4 R3/8 6 7640148632515 789 1410

 

dpu = Working pressure range
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Zeparo ZUV – Separator, version Vent for micro bubbles

Zeparo ZUV
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUV 20 204 73 176 88 1,1 G3/4 1,3 2,3 7640148632522 789 1120
ZUV 25 207 64 188 88 1,2 G1 2,1 3,8 7640148632546 789 1125
ZUV 32 239 81 203 88 1,4 G1 1/4 3,7 7,2 7640148632553 789 1132
ZUV 40 273 83 235 88 1,5 G1 1/2 5 10,2 7640148632560 789 1140

 

Zeparo ZUVS solar
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUVS 20 204 73 176 88 1,1 G3/4 1,3 2,3 7640148632607 789 1720
ZUVS 25 207 64 188 88 1,2 G1 2,1 3,8 7640148632621 789 1725
ZUVS 32 239 81 203 88 1,4 G1 1/4 3,7 7,2 7640148632638 789 1732
ZUVS 40 273 83 235 88 1,5 G1 1/2 5 10,2 7640148632645 789 1740

 

Zeparo ZUVL
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUVL 20 222 247 112 71 1,8 Rp3/4 1,3 2,3 7640148632577 789 1220
ZUVL 25 222 247 112 75 1,8 Rp1 2,1 3,8 7640148632591 789 1225

 

Zeparo ZUVLS solar
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUVLS 20 222 247 112 71 1,8 Rp3/4 1,3 2,3 7640148632652 789 1820
ZUVLS 25 222 247 112 75 1,8 Rp1 2,1 3,8 7640148632676 789 1825

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZUT / ZUP – Automatic air vent, versions Top and Purge

Suitable for initial venting at high levels when the system is being filled. Also for the operational venting 
of radiators in small systems at higher levels. To be installed in the flow and return pipes at the end of 
risers, at relatively high points in the system.

Zeparo ZUT
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUT 15 124 149 0,6 Rp1/2 10 7640148632454 789 0515
ZUT 20 124 149 0,7 Rp3/4 10 7640148632461 789 0520
ZUT 25 124 149 0,7 Rp1 10 7640148632478 789 0525

 

Zeparo ZUTS solar
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUTS 15 124 149 0,6 Rp1/2 10 7640148632492 789 1615

 

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

Zeparo ZUP
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUP 10 90 110 0,4 R3/8 6 7640148632508 789 1510

 

Zeparo ZUPN
ZUPN 10 Male thread. ZUPN 15 Female thread. Vertical installation.
Nickel plated.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUPN 10 90 110 0,4 R3/8 6 7640161644359 789 1511
ZUPN 15 93 110 0,4 Rp1/2 6 7640161644366 789 1516

 

dpu = Working pressure range
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Zeparo ZUT / ZUP – Automatic air vent, versions Top and Purge

Suitable for initial venting at high levels when the system is being filled. Also for the operational venting 
of radiators in small systems at higher levels. To be installed in the flow and return pipes at the end of 
risers, at relatively high points in the system.

Zeparo ZUT
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUT 15 124 149 0,6 Rp1/2 10 7640148632454 789 0515
ZUT 20 124 149 0,7 Rp3/4 10 7640148632461 789 0520
ZUT 25 124 149 0,7 Rp1 10 7640148632478 789 0525

 

Zeparo ZUTS solar
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUTS 15 124 149 0,6 Rp1/2 10 7640148632492 789 1615

 

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

Zeparo ZUP
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUP 10 90 110 0,4 R3/8 6 7640148632508 789 1510

 

Zeparo ZUPN
ZUPN 10 Male thread. ZUPN 15 Female thread. Vertical installation.
Nickel plated.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUPN 10 90 110 0,4 R3/8 6 7640161644359 789 1511
ZUPN 15 93 110 0,4 Rp1/2 6 7640161644366 789 1516

 

dpu = Working pressure range
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Zeparo ZUT / ZUP – Automatic air vent, versions Top and Purge

Suitable for initial venting at high levels when the system is being filled. Also for the operational venting 
of radiators in small systems at higher levels. To be installed in the flow and return pipes at the end of 
risers, at relatively high points in the system.

Zeparo ZUT
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUT 15 124 149 0,6 Rp1/2 10 7640148632454 789 0515
ZUT 20 124 149 0,7 Rp3/4 10 7640148632461 789 0520
ZUT 25 124 149 0,7 Rp1 10 7640148632478 789 0525

 

Zeparo ZUTS solar
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUTS 15 124 149 0,6 Rp1/2 10 7640148632492 789 1615

 

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

Zeparo ZUP
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUP 10 90 110 0,4 R3/8 6 7640148632508 789 1510

 

Zeparo ZUPN
ZUPN 10 Male thread. ZUPN 15 Female thread. Vertical installation.
Nickel plated.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUPN 10 90 110 0,4 R3/8 6 7640161644359 789 1511
ZUPN 15 93 110 0,4 Rp1/2 6 7640161644366 789 1516

 

dpu = Working pressure range
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Zeparo ZUT / ZUP – Automatic air vent, versions Top and Purge

Suitable for initial venting at high levels when the system is being filled. Also for the operational venting 
of radiators in small systems at higher levels. To be installed in the flow and return pipes at the end of 
risers, at relatively high points in the system.

Zeparo ZUT
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUT 15 124 149 0,6 Rp1/2 10 7640148632454 789 0515
ZUT 20 124 149 0,7 Rp3/4 10 7640148632461 789 0520
ZUT 25 124 149 0,7 Rp1 10 7640148632478 789 0525

 

Zeparo ZUTS solar
Female thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUTS 15 124 149 0,6 Rp1/2 10 7640148632492 789 1615

 

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

Zeparo ZUP
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUP 10 90 110 0,4 R3/8 6 7640148632508 789 1510

 

Zeparo ZUPN
ZUPN 10 Male thread. ZUPN 15 Female thread. Vertical installation.
Nickel plated.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No 

ZUPN 10 90 110 0,4 R3/8 6 7640161644359 789 1511
ZUPN 15 93 110 0,4 Rp1/2 6 7640161644366 789 1516

 

dpu = Working pressure range
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Zeparo ZUV – Microbubble separator, version Vent

Intended for operational venting. Effectiveness is limited by static height (HB) above the separator (see 
table below). To be installed in the main flow pipe near the heat generator, or, in chilled water systems, 
in the warmer return pipe close to the chiller.

HB = static height required for microbubble separation at maximum system temperature upstream of 
the separator.

tmax °C 90 80 70 60 50 40 30 20 10

HB mWs 15,0 13,4 11,7 10,0 8,4 6,7 5,0 3,3 1,7

Zeparo ZUV
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUV 20 204 73 176 88 1,1 G3/4 1,3 2,3 7640148632522 789 1120
ZUV 25 207 64 188 88 1,2 G1 2,1 3,8 7640148632546 789 1125
ZUV 32 239 81 203 88 1,4 G1 1/4 3,7 7,2 7640148632553 789 1132
ZUV 40 273 83 235 88 1,5 G1 1/2 5 10,2 7640148632560 789 1140

 

Zeparo ZUVS solar
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUVS 20 204 73 176 88 1,1 G3/4 1,3 2,3 7640148632607 789 1720
ZUVS 25 207 64 188 88 1,2 G1 2,1 3,8 7640148632621 789 1725
ZUVS 32 239 81 203 88 1,4 G1 1/4 3,7 7,2 7640148632638 789 1732
ZUVS 40 273 83 235 88 1,5 G1 1/2 5 10,2 7640148632645 789 1740

 

Zeparo ZUVL
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUVL 20 222 247 112 71 1,8 Rp3/4 1,3 2,3 7640148632577 789 1220
ZUVL 25 222 247 112 75 1,8 Rp1 2,1 3,8 7640148632591 789 1225

 

Zeparo ZUVLS solar
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUVLS 20 222 247 112 71 1,8 Rp3/4 1,3 2,3 7640148632652 789 1820
ZUVLS 25 222 247 112 75 1,8 Rp1 2,1 3,8 7640148632676 789 1825

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZUV – Microbubble separator, version Vent

Intended for operational venting. Effectiveness is limited by static height (HB) above the separator (see 
table below). To be installed in the main flow pipe near the heat generator, or, in chilled water systems, 
in the warmer return pipe close to the chiller.

HB = static height required for microbubble separation at maximum system temperature upstream of 
the separator.

tmax °C 90 80 70 60 50 40 30 20 10

HB mWs 15,0 13,4 11,7 10,0 8,4 6,7 5,0 3,3 1,7

Zeparo ZUV
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUV 20 204 73 176 88 1,1 G3/4 1,3 2,3 7640148632522 789 1120
ZUV 25 207 64 188 88 1,2 G1 2,1 3,8 7640148632546 789 1125
ZUV 32 239 81 203 88 1,4 G1 1/4 3,7 7,2 7640148632553 789 1132
ZUV 40 273 83 235 88 1,5 G1 1/2 5 10,2 7640148632560 789 1140

 

Zeparo ZUVS solar
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUVS 20 204 73 176 88 1,1 G3/4 1,3 2,3 7640148632607 789 1720
ZUVS 25 207 64 188 88 1,2 G1 2,1 3,8 7640148632621 789 1725
ZUVS 32 239 81 203 88 1,4 G1 1/4 3,7 7,2 7640148632638 789 1732
ZUVS 40 273 83 235 88 1,5 G1 1/2 5 10,2 7640148632645 789 1740

 

Zeparo ZUVL
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUVL 20 222 247 112 71 1,8 Rp3/4 1,3 2,3 7640148632577 789 1220
ZUVL 25 222 247 112 75 1,8 Rp1 2,1 3,8 7640148632591 789 1225

 

Zeparo ZUVLS solar
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUVLS 20 222 247 112 71 1,8 Rp3/4 1,3 2,3 7640148632652 789 1820
ZUVLS 25 222 247 112 75 1,8 Rp1 2,1 3,8 7640148632676 789 1825

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZUD Gwint wewnętrzny. Montaż poziomy.

Zeparo ZUM o działaniu magnetycznym Gwint wewnętrzny. Montaż poziomy.

5

Zeparo ZUD/ZUM – Separator, version Dirt for sludge particles

Zeparo ZUD
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUD 20 141 128 78 88 0,9 G3/4 1,3 2,3 7640148632683 789 2120
ZUD 25 144 140 69 88 1,0 G1 2,1 3,8 7640148632706 789 2125
ZUD 32 176 155 86 88 1,2 G1 1/4 3,7 7,2 7640148632713 789 2132
ZUD 40 210 187 88 88 1,4 G1 1/2 5,0 10,2 7640148632720 789 2140

 

Zeparo ZUM with magnetic action
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUM 20 155 202 78 88 1,2 G3/4 1,3 2,3 7640148632768 789 3120
ZUM 25 158 214 70 88 1,3 G1 2,1 3,8 7640148632782 789 3125
ZUM 32 190 229 86 88 1,5 G1 1/4 3,7 7,2 7640148632799 789 3132
ZUM 40 224 261 86 88 1,6 G1 1/2 5 10,2 7640148632805 789 3140

 

Zeparo ZUML  with magnetic action
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUML 20 171 271 165 71 1,8 Rp3/4 1,3 2,3 7640148632812 789 3220
ZUML 25 173 273 165 75 1,8 Rp1 2,1 3,8 7640148632836 789 3225

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZUD/ZUM – Separator, version Dirt for sludge particles

Zeparo ZUD
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUD 20 141 128 78 88 0,9 G3/4 1,3 2,3 7640148632683 789 2120
ZUD 25 144 140 69 88 1,0 G1 2,1 3,8 7640148632706 789 2125
ZUD 32 176 155 86 88 1,2 G1 1/4 3,7 7,2 7640148632713 789 2132
ZUD 40 210 187 88 88 1,4 G1 1/2 5,0 10,2 7640148632720 789 2140

 

Zeparo ZUM with magnetic action
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUM 20 155 202 78 88 1,2 G3/4 1,3 2,3 7640148632768 789 3120
ZUM 25 158 214 70 88 1,3 G1 2,1 3,8 7640148632782 789 3125
ZUM 32 190 229 86 88 1,5 G1 1/4 3,7 7,2 7640148632799 789 3132
ZUM 40 224 261 86 88 1,6 G1 1/2 5 10,2 7640148632805 789 3140

 

Zeparo ZUML  with magnetic action
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUML 20 171 271 165 71 1,8 Rp3/4 1,3 2,3 7640148632812 789 3220
ZUML 25 173 273 165 75 1,8 Rp1 2,1 3,8 7640148632836 789 3225

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZUD / ZUM – Separator for sludge particles, versions Dirt and Magnetic
Suitable for in-service de-sludging. Preferably installed upstream of system components – heat 
generators, metering/heat measuring devices, pumps – that require protection. The ZU…M version 
that features a magnetic insert is particularly effective.

Zeparo ZUD
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUD 20 141 128 78 88 0,9 G3/4 1,3 2,3 7640148632683 789 2120
ZUD 25 144 140 69 88 1,0 G1 2,1 3,8 7640148632706 789 2125
ZUD 32 176 155 86 88 1,2 G1 1/4 3,7 7,2 7640148632713 789 2132
ZUD 40 210 187 88 88 1,4 G1 1/2 5,0 10,2 7640148632720 789 2140

 

Zeparo ZUM with magnetic action
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUM 20 155 202 78 88 1,2 G3/4 1,3 2,3 7640148632768 789 3120
ZUM 25 158 214 70 88 1,3 G1 2,1 3,8 7640148632782 789 3125
ZUM 32 190 229 86 88 1,5 G1 1/4 3,7 7,2 7640148632799 789 3132
ZUM 40 224 261 86 88 1,6 G1 1/2 5 10,2 7640148632805 789 3140

 

Zeparo ZUML with magnetic action
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUML 20 171 271 165 71 1,8 Rp3/4 1,3 2,3 7640148632812 789 3220
ZUML 25 173 273 165 75 1,8 Rp1 2,1 3,8 7640148632836 789 3225

 

qN = Nominal flow/flow rate
qNmax = Maximum flow

Zeparo ZUKM – Separator for microbubbles and sludge, version Kombi
Combined operational venting and de-sludging. In chilled water systems, installation is recommended 
upstream of the chiller. This way, not only is the generator protected from sludge accumulation, but 
the relatively high temperatures are optimal for bubble separation. Rooftop heating installations also 
provide outstanding conditions for combined initial/operational venting and de-sludging. Microbubble 
separation is only guaranteed if HB values are not exceeded.

Zeparo ZUKM
Dry magnetic rod in pocket to increase the magnetite capture.
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUKM 20 281 230 176 88 1,6 G3/4 1,3 2,3 7640148632898 789 4220
ZUKM 25 284 221 186 88 1,7 G1 2,1 3,8 7640148632911 789 4225
ZUKM 32 316 238 203 88 1,9 G1 1/4 3,7 7,2 7640148632928 789 4232
ZUKM 40 350 240 235 88 2,0 G1 1/2 5 10,2 7640148632935 789 4240

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZUD / ZUM – Separator for sludge particles, versions Dirt and Magnetic
Suitable for in-service de-sludging. Preferably installed upstream of system components – heat 
generators, metering/heat measuring devices, pumps – that require protection. The ZU…M version 
that features a magnetic insert is particularly effective.

Zeparo ZUD
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUD 20 141 128 78 88 0,9 G3/4 1,3 2,3 7640148632683 789 2120
ZUD 25 144 140 69 88 1,0 G1 2,1 3,8 7640148632706 789 2125
ZUD 32 176 155 86 88 1,2 G1 1/4 3,7 7,2 7640148632713 789 2132
ZUD 40 210 187 88 88 1,4 G1 1/2 5,0 10,2 7640148632720 789 2140

 

Zeparo ZUM with magnetic action
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUM 20 155 202 78 88 1,2 G3/4 1,3 2,3 7640148632768 789 3120
ZUM 25 158 214 70 88 1,3 G1 2,1 3,8 7640148632782 789 3125
ZUM 32 190 229 86 88 1,5 G1 1/4 3,7 7,2 7640148632799 789 3132
ZUM 40 224 261 86 88 1,6 G1 1/2 5 10,2 7640148632805 789 3140

 

Zeparo ZUML with magnetic action
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUML 20 171 271 165 71 1,8 Rp3/4 1,3 2,3 7640148632812 789 3220
ZUML 25 173 273 165 75 1,8 Rp1 2,1 3,8 7640148632836 789 3225

 

qN = Nominal flow/flow rate
qNmax = Maximum flow

Zeparo ZUKM – Separator for microbubbles and sludge, version Kombi
Combined operational venting and de-sludging. In chilled water systems, installation is recommended 
upstream of the chiller. This way, not only is the generator protected from sludge accumulation, but 
the relatively high temperatures are optimal for bubble separation. Rooftop heating installations also 
provide outstanding conditions for combined initial/operational venting and de-sludging. Microbubble 
separation is only guaranteed if HB values are not exceeded.

Zeparo ZUKM
Dry magnetic rod in pocket to increase the magnetite capture.
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUKM 20 281 230 176 88 1,6 G3/4 1,3 2,3 7640148632898 789 4220
ZUKM 25 284 221 186 88 1,7 G1 2,1 3,8 7640148632911 789 4225
ZUKM 32 316 238 203 88 1,9 G1 1/4 3,7 7,2 7640148632928 789 4232
ZUKM 40 350 240 235 88 2,0 G1 1/2 5 10,2 7640148632935 789 4240

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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oraz separatory

Zeparo ZUKM Magnes w komorze, aby zwiększyć wychwyt magnetytu. Gwint wewnętrzny. Montaż poziomy.

Zeparo ZUCM o działaniu magnetycznym Magnes w komorze, aby zwiększyć wychwyt magnetytu. Gwint 
wewnętrzny. Instalacja pozioma.
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Zeparo ZUK – Separator, version Kombi for micro bubbles and sludge particles

Zeparo ZUK
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No 

ZUK 20 267 156 176 88 1,5 G3/4 1,3 2,3 7640148632843 789 4120
ZUK 25 270 148 186 88 1,6 G1 2,1 3,8 7640148632867 789 4125
ZUK 32 302 164 203 88 1,8 G1 1/4 3,7 7,2 7640148632874 789 4132
ZUK 40 336 166 235 88 1,9 G1 1/2 5 10,2 7640148632881 789 4140

 

Zeparo ZUKM
Dry magnetic rod in pocket to increase the magnetite capture.
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUKM 20 281 230 176 88 1,6 G3/4 1,3 2,3 7640148632898 789 4220
ZUKM 25 284 221 186 88 1,7 G1 2,1 3,8 7640148632911 789 4225
ZUKM 32 316 238 203 88 1,9 G1 1/4 3,7 7,2 7640148632928 789 4232
ZUKM 40 350 240 235 88 2,0 G1 1/2 5 10,2 7640148632935 789 4240

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZUCM – Low loss header, version Collect with separator for micro bubbles and 
sludge particles

Zeparo ZUCM with magnetic action
Dry magnetic rod in pocket to increase the magnetite capture.
Female thread. Horizontal installation.

 

 

Type H h h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUCM 20 464 211 202 176 88 2,9 G3/4 1,3 2,3 7640148632997 789 5220
ZUCM 25 470 193 214 186 88 3,2 G1 2,1 3,8 7640148633017 789 5225
ZUCM 32 534 227 229 203 88 3,7 G1 1/4 3,7 7,2 7640148633024 789 5232
ZUCM 40 602 231 261 235 88 4,0 G1 1/2 5 10,2 7640148633031 789 5240

 

qN = Nominal flow/flow rate
qNmax = Maximum flow

Accessories for separators

Zeparo ZPR – Redox anode, replacement for Zeparo ZUR
Heating, solar and cooling water systems.
With Redox granules for reduction of oxygen and improve water quality.
Water without inhibitors.
Max. admissible temperature: 110 °C. Min. admissible temperature: -10 °C.
Max. admissible pressure: 10 bar. Min. admissible pressure: 0 bar.

 

 

Type m
[kg]

S EAN Article No

ZPR 0,2 G1/2  789 6000

 

S

L

H

S

h

h1

h2

9

Zeparo ZUD / ZUM – Separator for sludge particles, versions Dirt and Magnetic
Suitable for in-service de-sludging. Preferably installed upstream of system components – heat 
generators, metering/heat measuring devices, pumps – that require protection. The ZU…M version 
that features a magnetic insert is particularly effective.

Zeparo ZUD
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUD 20 141 128 78 88 0,9 G3/4 1,3 2,3 7640148632683 789 2120
ZUD 25 144 140 69 88 1,0 G1 2,1 3,8 7640148632706 789 2125
ZUD 32 176 155 86 88 1,2 G1 1/4 3,7 7,2 7640148632713 789 2132
ZUD 40 210 187 88 88 1,4 G1 1/2 5,0 10,2 7640148632720 789 2140

 

Zeparo ZUM with magnetic action
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUM 20 155 202 78 88 1,2 G3/4 1,3 2,3 7640148632768 789 3120
ZUM 25 158 214 70 88 1,3 G1 2,1 3,8 7640148632782 789 3125
ZUM 32 190 229 86 88 1,5 G1 1/4 3,7 7,2 7640148632799 789 3132
ZUM 40 224 261 86 88 1,6 G1 1/2 5 10,2 7640148632805 789 3140

 

Zeparo ZUML with magnetic action
Female thread. Vertical installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUML 20 171 271 165 71 1,8 Rp3/4 1,3 2,3 7640148632812 789 3220
ZUML 25 173 273 165 75 1,8 Rp1 2,1 3,8 7640148632836 789 3225

 

qN = Nominal flow/flow rate
qNmax = Maximum flow

Zeparo ZUKM – Separator for microbubbles and sludge, version Kombi
Combined operational venting and de-sludging. In chilled water systems, installation is recommended 
upstream of the chiller. This way, not only is the generator protected from sludge accumulation, but 
the relatively high temperatures are optimal for bubble separation. Rooftop heating installations also 
provide outstanding conditions for combined initial/operational venting and de-sludging. Microbubble 
separation is only guaranteed if HB values are not exceeded.

Zeparo ZUKM
Dry magnetic rod in pocket to increase the magnetite capture.
Female thread. Horizontal installation.

 

 

Type H h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUKM 20 281 230 176 88 1,6 G3/4 1,3 2,3 7640148632898 789 4220
ZUKM 25 284 221 186 88 1,7 G1 2,1 3,8 7640148632911 789 4225
ZUKM 32 316 238 203 88 1,9 G1 1/4 3,7 7,2 7640148632928 789 4232
ZUKM 40 350 240 235 88 2,0 G1 1/2 5 10,2 7640148632935 789 4240

 

qN = Nominal flow/flow rate
qNmax = Maximum flow

S

H

L

h2

h1

S

L

H

h1

h2

SH

L

h1

h2

S

L

H

h2

h1

IMI PNEUMATEX / Air Vents, Dirt Separators and Degassing / Zeparo ZU

10

Zeparo ZUCM – Low-loss header with separator for microbubbles and sludge particles, 
version Collect

Suitable for the hydraulic decoupling of generators and consumer circuits, in combination with 
operational venting and de-sludging. To be installed between generator and consumer circuits. 
Integrated microbubble separation is only guaranteed if HB values are not exceeded. For optimal 
operation, the volumetric flow conditions as indicated below must be set between V1 and V2 (see 
case examples on page 5.

Zeparo ZUCM with magnetic action
Dry magnetic rod in pocket to increase the magnetite capture.
Female thread. Horizontal installation. 

 

Type H h h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUCM 20 464 211 202 176 88 2,9 G3/4 1,3 2,3 7640148632997 789 5220
ZUCM 25 470 193 214 186 88 3,2 G1 2,1 3,8 7640148633017 789 5225
ZUCM 32 534 227 229 203 88 3,7 G1 1/4 3,7 7,2 7640148633024 789 5232
ZUCM 40 602 231 261 235 88 4,0 G1 1/2 5 10,2 7640148633031 789 5240

 

qN = Nominal flow/flow rate
qNmax = Maximum flow

Accessories for separators

Zeparo ZPR – Redox anode, replacement for Zeparo ZUR
Heating, solar and cooling water systems. With Redox granules for reduction of oxygen and improve 
water quality. Water without inhibitors.
Max. admissible temperature: 110 °C. Min. admissible temperature: -10 °C.
Max. admissible pressure: 10 bar. Min. admissible pressure: 0 bar.

 

 

Type m
[kg]

S EAN Article No

ZPR 0,2 G1/2 7640148633765 789 6000

Zeparo ZU – Magnet upgrade kit
High-performance magnet upgrade for ZUK, ZUC or ZUD separators without magnet. Kit includes 
lower separator section, drain valve and magnetic pocket rod.
Body of the old separator can remain in the system.

 

 

Type m
[kg]

EAN Article No

ZUM bottom part 0,3 5902276808180 30401060800
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Zeparo ZUCM – Low loss header, version Collect with separator for micro bubbles and 
sludge particles

Zeparo ZUCM with magnetic action
Dry magnetic rod in pocket to increase the magnetite capture.
Female thread. Horizontal installation.

 

 

Type H h h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUCM 20 464 211 202 176 88 2,9 G3/4 1,3 2,3 7640148632997 789 5220
ZUCM 25 470 193 214 186 88 3,2 G1 2,1 3,8 7640148633017 789 5225
ZUCM 32 534 227 229 203 88 3,7 G1 1/4 3,7 7,2 7640148633024 789 5232
ZUCM 40 602 231 261 235 88 4,0 G1 1/2 5 10,2 7640148633031 789 5240

 

qN = Nominal flow/flow rate
qNmax = Maximum flow

Accessories for separators

Zeparo ZPR – Redox anode, replacement for Zeparo ZUR
Heating, solar and cooling water systems.
With Redox granules for reduction of oxygen and improve water quality.
Water without inhibitors.
Max. admissible temperature: 110 °C. Min. admissible temperature: -10 °C.
Max. admissible pressure: 10 bar. Min. admissible pressure: 0 bar.

 

 

Type m
[kg]

S EAN Article No

ZPR 0,2 G1/2  789 6000
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Zeparo ZUCM – Low-loss header with separator for microbubbles and sludge particles, 
version Collect

Suitable for the hydraulic decoupling of generators and consumer circuits, in combination with 
operational venting and de-sludging. To be installed between generator and consumer circuits. 
Integrated microbubble separation is only guaranteed if HB values are not exceeded. For optimal 
operation, the volumetric flow conditions as indicated below must be set between V1 and V2 (see 
case examples on page 5.

Zeparo ZUCM with magnetic action
Dry magnetic rod in pocket to increase the magnetite capture.
Female thread. Horizontal installation. 

 

Type H h h1 h2 L m
[kg]

S qN
[m3/h]

qNmax

[m3/h]
EAN Article No

ZUCM 20 464 211 202 176 88 2,9 G3/4 1,3 2,3 7640148632997 789 5220
ZUCM 25 470 193 214 186 88 3,2 G1 2,1 3,8 7640148633017 789 5225
ZUCM 32 534 227 229 203 88 3,7 G1 1/4 3,7 7,2 7640148633024 789 5232
ZUCM 40 602 231 261 235 88 4,0 G1 1/2 5 10,2 7640148633031 789 5240

 

qN = Nominal flow/flow rate
qNmax = Maximum flow

Accessories for separators

Zeparo ZPR – Redox anode, replacement for Zeparo ZUR
Heating, solar and cooling water systems. With Redox granules for reduction of oxygen and improve 
water quality. Water without inhibitors.
Max. admissible temperature: 110 °C. Min. admissible temperature: -10 °C.
Max. admissible pressure: 10 bar. Min. admissible pressure: 0 bar.

 

 

Type m
[kg]

S EAN Article No

ZPR 0,2 G1/2 7640148633765 789 6000

Zeparo ZU – Magnet upgrade kit
High-performance magnet upgrade for ZUK, ZUC or ZUD separators without magnet. Kit includes 
lower separator section, drain valve and magnetic pocket rod.
Body of the old separator can remain in the system.

 

 

Type m
[kg]

EAN Article No

ZUM bottom part 0,3 5902276808180 30401060800
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Zeparo ZPR – Anoda Redox, zamiennik dla Zeparo ZUR
Systemy grzewcze, solarne i chłodzące wodę. Z granulkami Redox do redukcji tlenu i poprawy 
jakości wody. Woda bez inhibitorów. 
Maks. dopuszczalna temperatura: 110 °C. Min. dopuszczalna temperatura: -10 °C. 
Maksymalne dopuszczalne ciśnienie: 10 bar. Min. dopuszczalne ciśnienie: 0 bar

Zeparo ZTVI z izolacją Gwint wewnętrzny lub rury gładkie (15, 18 i 22 mm) z dodatkową złączką zaciskową 
KOMBI. Montaż poziomy i pionowy. 

Zeparo ZTMI z magnesem i izolacją Magnes w komorze, aby zwiększyć wychwyt magnetytu. Gwint 
wewnętrzny lub rury gładkie (15, 18 i 22 mm) z dodatkową złączką zaciskową KOMBI. Montaż poziomy i 
pionowy. 

Zeparo ZTKMI izolacją Magnes w komorze, aby zwiększyć wychwyt magnetytu. Gwint wewnętrzny lub rury 
gładkie (15, 18 i 22 mm) z dodatkową złączką zaciskową KOMBI. Instalacja pozioma i pionowa.
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Zeparo ZTV - Separator for microbubbles, Vent version

Zeparo ZTVI with insulation
Female thread or smooth pipes (15, 18 and 22 mm) with additional KOMBI compression coupling. 
Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTVI 20 268 194 74 110 122 1,97 G 3/4 1,15 2,3 7640161638914 303020-70501
ZTVI 25 268 194 74 110 122 2,07 G 1 1,8 3,8 7640161638938 303020-70601
ZTVI 32 268 194 74 110 122 2,11 G 1 1/4 3,0 7,2 7640161638952 303020-70701

Zeparo ZTM - Separator for sludge particles, Dirt version

Zeparo ZTMI with magnetic action and insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTMI 20 197 74 123 110 157 1,89 G 3/4 1,15 2,3 7640161639119 303041-70501
ZTMI 25 197 74 123 110 157 1,94 G 1 1,8 3,8 7640161639133 303041-70601
ZTMI 32 197 74 123 110 157 2,04 G 1 1/4 3,0 7,2 7640161639157 303041-70701

 

Zeparo ZTKM - Separator for microbubbles and sludge particles, Kombi version

Zeparo ZTKMI with insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTKMI 20 317 194 123 110 157 2,8 G 3/4 1,15 2,3 7640161639218 303051-80501
ZTKMI 25 317 194 123 110 157 2,9 G 1 1,8 3,8 7640161639232 303051-80601
ZTKMI 32 317 194 123 110 157 3 G 1 1/4 3,0 7,2 7640161639256 303051-80701

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZTV - Separator for microbubbles, Vent version

Zeparo ZTVI with insulation
Female thread or smooth pipes (15, 18 and 22 mm) with additional KOMBI compression coupling. 
Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTVI 20 268 194 74 110 122 1,97 G 3/4 1,15 2,3 7640161638914 303020-70501
ZTVI 25 268 194 74 110 122 2,07 G 1 1,8 3,8 7640161638938 303020-70601
ZTVI 32 268 194 74 110 122 2,11 G 1 1/4 3,0 7,2 7640161638952 303020-70701

Zeparo ZTM - Separator for sludge particles, Dirt version

Zeparo ZTMI with magnetic action and insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTMI 20 197 74 123 110 157 1,89 G 3/4 1,15 2,3 7640161639119 303041-70501
ZTMI 25 197 74 123 110 157 1,94 G 1 1,8 3,8 7640161639133 303041-70601
ZTMI 32 197 74 123 110 157 2,04 G 1 1/4 3,0 7,2 7640161639157 303041-70701

 

Zeparo ZTKM - Separator for microbubbles and sludge particles, Kombi version

Zeparo ZTKMI with insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTKMI 20 317 194 123 110 157 2,8 G 3/4 1,15 2,3 7640161639218 303051-80501
ZTKMI 25 317 194 123 110 157 2,9 G 1 1,8 3,8 7640161639232 303051-80601
ZTKMI 32 317 194 123 110 157 3 G 1 1/4 3,0 7,2 7640161639256 303051-80701

 

qN = Nominal flow/flow rate
qNmax = Maximum flow

DD

HH
LL

h2h2

h1h1

MM

D
H

L

h2

h1

M

DD

HH
LL

h2h2

h1h1

MM

5

Zeparo ZTV - Separator for microbubbles, Vent version

Zeparo ZTVI with insulation
Female thread or smooth pipes (15, 18 and 22 mm) with additional KOMBI compression coupling. 
Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTVI 20 268 194 74 110 122 1,97 G 3/4 1,15 2,3 7640161638914 303020-70501
ZTVI 25 268 194 74 110 122 2,07 G 1 1,8 3,8 7640161638938 303020-70601
ZTVI 32 268 194 74 110 122 2,11 G 1 1/4 3,0 7,2 7640161638952 303020-70701

Zeparo ZTM - Separator for sludge particles, Dirt version

Zeparo ZTMI with magnetic action and insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTMI 20 197 74 123 110 157 1,89 G 3/4 1,15 2,3 7640161639119 303041-70501
ZTMI 25 197 74 123 110 157 1,94 G 1 1,8 3,8 7640161639133 303041-70601
ZTMI 32 197 74 123 110 157 2,04 G 1 1/4 3,0 7,2 7640161639157 303041-70701

 

Zeparo ZTKM - Separator for microbubbles and sludge particles, Kombi version

Zeparo ZTKMI with insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTKMI 20 317 194 123 110 157 2,8 G 3/4 1,15 2,3 7640161639218 303051-80501
ZTKMI 25 317 194 123 110 157 2,9 G 1 1,8 3,8 7640161639232 303051-80601
ZTKMI 32 317 194 123 110 157 3 G 1 1/4 3,0 7,2 7640161639256 303051-80701

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZTV - Separator for microbubbles, Vent version

Zeparo ZTVI with insulation
Female thread or smooth pipes (15, 18 and 22 mm) with additional KOMBI compression coupling. 
Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTVI 20 268 194 74 110 122 1,97 G 3/4 1,15 2,3 7640161638914 303020-70501
ZTVI 25 268 194 74 110 122 2,07 G 1 1,8 3,8 7640161638938 303020-70601
ZTVI 32 268 194 74 110 122 2,11 G 1 1/4 3,0 7,2 7640161638952 303020-70701

Zeparo ZTM - Separator for sludge particles, Dirt version

Zeparo ZTMI with magnetic action and insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTMI 20 197 74 123 110 157 1,89 G 3/4 1,15 2,3 7640161639119 303041-70501
ZTMI 25 197 74 123 110 157 1,94 G 1 1,8 3,8 7640161639133 303041-70601
ZTMI 32 197 74 123 110 157 2,04 G 1 1/4 3,0 7,2 7640161639157 303041-70701

 

Zeparo ZTKM - Separator for microbubbles and sludge particles, Kombi version

Zeparo ZTKMI with insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTKMI 20 317 194 123 110 157 2,8 G 3/4 1,15 2,3 7640161639218 303051-80501
ZTKMI 25 317 194 123 110 157 2,9 G 1 1,8 3,8 7640161639232 303051-80601
ZTKMI 32 317 194 123 110 157 3 G 1 1/4 3,0 7,2 7640161639256 303051-80701

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZTV - Separator for microbubbles, Vent version

Zeparo ZTVI with insulation
Female thread or smooth pipes (15, 18 and 22 mm) with additional KOMBI compression coupling. 
Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTVI 20 268 194 74 110 122 1,97 G 3/4 1,15 2,3 7640161638914 303020-70501
ZTVI 25 268 194 74 110 122 2,07 G 1 1,8 3,8 7640161638938 303020-70601
ZTVI 32 268 194 74 110 122 2,11 G 1 1/4 3,0 7,2 7640161638952 303020-70701

Zeparo ZTM - Separator for sludge particles, Dirt version

Zeparo ZTMI with magnetic action and insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTMI 20 197 74 123 110 157 1,89 G 3/4 1,15 2,3 7640161639119 303041-70501
ZTMI 25 197 74 123 110 157 1,94 G 1 1,8 3,8 7640161639133 303041-70601
ZTMI 32 197 74 123 110 157 2,04 G 1 1/4 3,0 7,2 7640161639157 303041-70701

 

Zeparo ZTKM - Separator for microbubbles and sludge particles, Kombi version

Zeparo ZTKMI with insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTKMI 20 317 194 123 110 157 2,8 G 3/4 1,15 2,3 7640161639218 303051-80501
ZTKMI 25 317 194 123 110 157 2,9 G 1 1,8 3,8 7640161639232 303051-80601
ZTKMI 32 317 194 123 110 157 3 G 1 1/4 3,0 7,2 7640161639256 303051-80701

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Zeparo ZTV - Separator for microbubbles, Vent version

Zeparo ZTVI with insulation
Female thread or smooth pipes (15, 18 and 22 mm) with additional KOMBI compression coupling. 
Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTVI 20 268 194 74 110 122 1,97 G 3/4 1,15 2,3 7640161638914 303020-70501
ZTVI 25 268 194 74 110 122 2,07 G 1 1,8 3,8 7640161638938 303020-70601
ZTVI 32 268 194 74 110 122 2,11 G 1 1/4 3,0 7,2 7640161638952 303020-70701

Zeparo ZTM - Separator for sludge particles, Dirt version

Zeparo ZTMI with magnetic action and insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTMI 20 197 74 123 110 157 1,89 G 3/4 1,15 2,3 7640161639119 303041-70501
ZTMI 25 197 74 123 110 157 1,94 G 1 1,8 3,8 7640161639133 303041-70601
ZTMI 32 197 74 123 110 157 2,04 G 1 1/4 3,0 7,2 7640161639157 303041-70701

 

Zeparo ZTKM - Separator for microbubbles and sludge particles, Kombi version

Zeparo ZTKMI with insulation
Dry magnetic rod in pocket to increase magnetite capture. Female thread or smooth pipes (15, 18 and 
22 mm) with additional KOMBI compression coupling. Horizontal and vertical installation.

 

 

Type H h1 h2 L M [kg] D qN

[m3/h]
qNmax
[m3/h]

EAN Article No 

ZTKMI 20 317 194 123 110 157 2,8 G 3/4 1,15 2,3 7640161639218 303051-80501
ZTKMI 25 317 194 123 110 157 2,9 G 1 1,8 3,8 7640161639232 303051-80601
ZTKMI 32 317 194 123 110 157 3 G 1 1/4 3,0 7,2 7640161639256 303051-80701

 

qN = Nominal flow/flow rate
qNmax = Maximum flow
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Kołnierzowy

Połączenie spawane

Zeparo G-Force
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Articles

Flanged
 

PN16
Horizontal, vertical and lying installation.
 

Type S
[DN]

H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZG 65 65 815 420 395 685 645 350 10 40 23 7640161631489 303041-11000
ZG 80 80 900 445 455 710 705 470 18 56 37 7640161631496 303041-11100
ZG 100 100 960 445 515 710 765 475 37 95 40 7640161631502 303041-11200
ZG 125 125 1180 560 620 935 870 635 68 148 108 7640161631519 303041-11300
ZG 150 150 1250 560 690 935 940 635 100 216 118 7640161631526 303041-11400
ZG 200 200 1470 580 890 1065 1140 900 200 375 238 7640161631533 303041-11500
ZG 250 250 1705 630 1075 1115 1325 1100 345 575 443 7640161631540 303041-11600
ZG 300 300 1855 655 1200 1140 1450 1100 540 815 490 7640161631557 303041-11700

 

PN25
Horizontal, vertical and lying installaton for high pressure/high temperature applications.
 

Type S
[DN]

H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZG 65 65 815 435 410 700 660 350 10 40 24,5 7640161632400 303041-31000
ZG 80 80 900 460 470 725 720 470 18 56 43 7640161632417 303041-31100
ZG 100 100 960 460 530 725 780 475 37 95 46 7640161632424 303041-31200
ZG 125 125 1180 575 635 950 885 635 68 148 130 7640161632431 303041-31300
ZG 150 150 1250 575 705 950 955 635 100 216 142 7640161632448 303041-31400
ZG 200 200 1470 595 905 1080 1155 900 200 375 355 7640161632455 303041-31500
ZG 250 250 1705 640 1065 1125 1315 1100 345 575 640 7640161632462 303041-31600
ZG 300 300 1855 665 1190 1150 1440 1100 540 815 715 7640161632479 303041-31700

 

h1

h2 H2

H1

H

L

DN

9

Welded connection
Horizontal, vertical and lying installation.

 

PN 16
 

Type S
[DN]

H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZG 65 W 65 815 420 395 685 645 340 10 40 19 7640161631564 303041-21000
ZG 80 W 80 900 445 455 710 705 455 18 56 30 7640161631571 303041-21100
ZG 100 W 100 960 445 515 710 765 460 37 95 31 7640161631588 303041-21200
ZG 125 W 125 1180 560 620 935 870 615 68 148 97 7640161631595 303041-21300
ZG 150 W 150 1250 560 690 935 940 615 100 216 102 7640161631601 303041-21400
ZG 200 W 200 1470 580 890 1065 1140 880 200 375 220 7640161631618 303041-21500
ZG 250 W 250 1705 630 1075 1115 1325 1080 345 575 408 7640161631625 303041-21600
ZG 300 W 300 1855 655 1200 1140 1450 1080 540 815 446 7640161631632 303041-21700

 

Grooved ends
Connection for use with coupling (i.e. Victaulic)
Horizontal, vertical and lying installation.

 

PN 16
 

Type S
[DN]

H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZG 65 G 65 815 420 395 685 645 340 10 40 23 7640161636552 303041-21001
ZG 80 G 80 900 445 455 710 705 455 18 56 37 7640161636569 303041-21101
ZG 100 G 100 960 445 515 710 765 460 37 95 40 7640161636576 303041-21201
ZG 125 G 125 1180 560 620 935 870 615 68 148 108 7640161636583 303041-21301
ZG 150 G 150 1250 560 690 935 940 615 100 216 118 7640161636590 303041-21401
ZG 200 G 200 1470 580 890 1065 1140 880 200 375 238 7640161636606 303041-21501
ZG 250 G 250 1705 630 1075 1115 1325 1080 345 575 443 7640161636613 303041-21601
ZG 300 G 300 1855 655 1200 1040 1450 1080 540 815 490 7640161636620 303041-21701

 

h1

h2 H2

H1

H

L

DN

h1

h2 H2

H1

H

DN

L

Wersja PN 25 na zamówienie

Zeparo G-Force Magnet ZGM Mocowanie magnesu. Do doposażenia do montażu na miejscu w zakresie 
Zeparo G-Force. z magnesem i komorą. W celu zwiększenia wychwytu magnetytu.
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Accessories

Zeparo G-Force Magnet ZGM
Magnet Attachment. For retrofitting to mounting on site in the range Zeparo G-Force.
T-branch with magnetic rod and pocket. To increase the magnetite capture.
Heating, solar and cooling water systems. 
Addition of antifreeze agent up to 50%.

 

 

Type m
[kg]

L EAN Article No

ZGM 65-100 3,1 261 7640161632301 303051-11000
ZGM 125-150 3,6 371 7640161632318 303051-11300
ZGM 200-300 4,0 481 7640161634794 303051-11500

 

Automatic air vent, version Top

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

dpu = Working pressure range
Pressure class reduced to PN 10 when ZUT is mounted on the Zeparo G-Force

Zeparo ZGI
Thermal insulation for Zeparo G-Force.
Heating water systems.
Rockwool 2 part galvanized steel cladding, easy to fit with toggle clamps.
Insulation value approx. 0.040 W/mK.
Fire rating A2 to DIN 4102.

 

 

Type S
DN

SD* H D m
[kg]

EAN Article No

ZGI 65 65 40 520 305 2,8 7640161632325 303051-41000
ZGI 80 80 50 610 385 4,2 7640161632332 303051-41100
ZGI 100 100 50 670 385 4,6 7640161632349 303051-41200
ZGI 125 125 50 890 520 8,0 7640161632356 303051-41300
ZGI 150 150 50 960 520 8,7 7640161632363 303051-41400
ZGI 200 200 50 1130 720 22,0 7640161632370 303051-41500
ZGI 250 250 50 1350 930 38,0 7640161632387 303051-41600
ZGI 300 300 50 1470 930 41,5 7640161632394 303051-41700

  

*) Insulation thickness

L

h1
H

s

H

D
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Articles

Flanged
 

PN16
Horizontal, vertical and lying installation.
 

Type S
[DN]

H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZG 65 65 815 420 395 685 645 350 10 40 23 7640161631489 303041-11000
ZG 80 80 900 445 455 710 705 470 18 56 37 7640161631496 303041-11100
ZG 100 100 960 445 515 710 765 475 37 95 40 7640161631502 303041-11200
ZG 125 125 1180 560 620 935 870 635 68 148 108 7640161631519 303041-11300
ZG 150 150 1250 560 690 935 940 635 100 216 118 7640161631526 303041-11400
ZG 200 200 1470 580 890 1065 1140 900 200 375 238 7640161631533 303041-11500
ZG 250 250 1705 630 1075 1115 1325 1100 345 575 443 7640161631540 303041-11600
ZG 300 300 1855 655 1200 1140 1450 1100 540 815 490 7640161631557 303041-11700

 

PN25
Horizontal, vertical and lying installaton for high pressure/high temperature applications.
 

Type S
[DN]

H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZG 65 65 815 435 410 700 660 350 10 40 24,5 7640161632400 303041-31000
ZG 80 80 900 460 470 725 720 470 18 56 43 7640161632417 303041-31100
ZG 100 100 960 460 530 725 780 475 37 95 46 7640161632424 303041-31200
ZG 125 125 1180 575 635 950 885 635 68 148 130 7640161632431 303041-31300
ZG 150 150 1250 575 705 950 955 635 100 216 142 7640161632448 303041-31400
ZG 200 200 1470 595 905 1080 1155 900 200 375 355 7640161632455 303041-31500
ZG 250 250 1705 640 1065 1125 1315 1100 345 575 640 7640161632462 303041-31600
ZG 300 300 1855 665 1190 1150 1440 1100 540 815 715 7640161632479 303041-31700

 

h1

h2 H2

H1

H

L

DN
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Welded connection
Horizontal, vertical and lying installation.

 

PN 16
 

Type S
[DN]

H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZG 65 W 65 815 420 395 685 645 340 10 40 19 7640161631564 303041-21000
ZG 80 W 80 900 445 455 710 705 455 18 56 30 7640161631571 303041-21100
ZG 100 W 100 960 445 515 710 765 460 37 95 31 7640161631588 303041-21200
ZG 125 W 125 1180 560 620 935 870 615 68 148 97 7640161631595 303041-21300
ZG 150 W 150 1250 560 690 935 940 615 100 216 102 7640161631601 303041-21400
ZG 200 W 200 1470 580 890 1065 1140 880 200 375 220 7640161631618 303041-21500
ZG 250 W 250 1705 630 1075 1115 1325 1080 345 575 408 7640161631625 303041-21600
ZG 300 W 300 1855 655 1200 1140 1450 1080 540 815 446 7640161631632 303041-21700

  

h1

h2 H2

H1

H

L

DN
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Accessories

Zeparo G-Force Magnet ZGM
Magnet Attachment. For retrofitting to mounting on site in the range Zeparo G-Force.
T-branch with magnetic rod and pocket. To increase the magnetite capture.
Heating, solar and cooling water systems. 
Addition of antifreeze agent up to 50%.

 

 

Type PS
[bar]

TS
[°C]

m
[kg]

L EAN Article No

ZGM 65-100 16 110 3,1 261 7640161632301 303051-11000
ZGM 125-150 16 110 3,6 371 7640161632318 303051-11300
ZGM 200-300 16 110 4,0 481 7640161634794 303051-11500

  

ZGM for PS > 16 bar and/or TS > 110°C on request.

Automatic air vent, version Top
Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.

 

 

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

 

dpu = Working pressure range
Pressure class reduced to PN 10 when ZUT is mounted on the Zeparo G-Force

Zeparo ZGI
Thermal insulation for Zeparo G-Force.
Heating water systems.
Rockwool 2 part galvanized steel cladding, easy to fit with toggle clamps.
Insulation value approx. 0.040 W/mK.
Fire rating A2 to DIN 4102.

 

 

Type S
DN

SD* H D m
[kg]

EAN Article No

ZGI 65 65 40 520 305 2,8 7640161632325 303051-41000
ZGI 80 80 50 610 385 4,2 7640161632332 303051-41100
ZGI 100 100 50 670 385 4,6 7640161632349 303051-41200
ZGI 125 125 50 890 520 8,0 7640161632356 303051-41300
ZGI 150 150 50 960 520 8,7 7640161632363 303051-41400
ZGI 200 200 50 1130 720 22,0 7640161632370 303051-41500
ZGI 250 250 50 1350 930 38,0 7640161632387 303051-41600
ZGI 300 300 50 1470 930 41,5 7640161632394 303051-41700

  

*) Insulation thickness

The products, texts, photographs, graphics and diagrams in this document may be subject to 
alteration by IMI Hydronic Engineering without prior notice or reasons being given. For the most up 

to date information about our products and specifications, please visit www.imi-hydronic.com.

RSZ EN Zeparo G-Force ed.9 07.2021
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Zeparo ZIO DN 50-150 Typ przemysłowy.Przyłącze kołnierzowe. Instalacja pozioma. Separator zanieczyszczeń i 
mikropęcherzyków powietrza. Zeparo ZIO od DN 50 do DN 150 są wyposażone w jeden separator powietrza ZUTX 
i jeden spustowy zawór kulowy.

Zeparo ZIO DN 200-300 ITyp przemysłowy.Przyłącze kołnierzowe. Instalacja pozioma. Separator 
zanieczyszczeń i mikropęcherzyków powietrza. Wyposażone w dwa zawory kulowe do spuszczania wody i 
odpowietrzania.

Zeparo ZIO
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Application examples

System with boiler System with heat exchanger

Zeparo ZIO

Zeparo ZIO DN 50-150
Industrial type.
Flanged connection. Horizontal installation.
Dirt or microbubble separator. 
Zeparo ZIO from DN 50 to DN 150 are equipped with one air separator ZUTX and one drain ball valve.

Separator for micro bubbles Separator for dirt

PN 10

Type DN H h1 h2 h3 h4 h5* H1 H2 H3 H4 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 50F 50 646 264 452 426 290 596 299 417 255 391 350 11 25 16 7640148633062 788 2050
ZIO 65F 65 646 264 452 426 290 596 299 417 255 391 350 19 42 18 7640148633079 788 2065
ZIO 80F 80 759 295 534 508 321 663 260 499 286 473 470 26 65 26 7640148633086 788 2080
ZIO 100F 100 759 295 534 508 321 663 260 499 286 473 475 44 100 29 7640148633093 788 2100
ZIO 125F 125 961 410 621 595 436 765 375 586 401 560 635 67 155 52 7640148633109 788 2125
ZIO 150F 150 961 410 621 595 436 765 375 586 401 560 635 95 222 56 7640148633116 788 2150

*) Length for mounting the magnetic bar

ZUT

STAD STAD

Zeparo G Force

ZIO

Statico SU

Boiler

Compresso
Connect

ZIO / ZUTX

STAF

ZIO/ZGM

STAF

H

D
N

H
1

H
2

h1
h2

h4
h3

/h
5*

H
4

H
3

H

D
N

L

IMI PNEUMATEX / Air Vents, Dirt Separators and Degassing / Zeparo ZIO

4

Application examples

System with boiler System with heat exchanger

Zeparo ZIO

Zeparo ZIO DN 50-150
Industrial type.
Flanged connection. Horizontal installation.
Dirt or microbubble separator. 
Zeparo ZIO from DN 50 to DN 150 are equipped with one air separator ZUTX and one drain ball valve.

Separator for micro bubbles Separator for dirt

PN 10

Type DN H h1 h2 h3 h4 h5* H1 H2 H3 H4 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 50F 50 646 264 452 426 290 596 299 417 255 391 350 11 25 16 7640148633062 788 2050
ZIO 65F 65 646 264 452 426 290 596 299 417 255 391 350 19 42 18 7640148633079 788 2065
ZIO 80F 80 759 295 534 508 321 663 260 499 286 473 470 26 65 26 7640148633086 788 2080
ZIO 100F 100 759 295 534 508 321 663 260 499 286 473 475 44 100 29 7640148633093 788 2100
ZIO 125F 125 961 410 621 595 436 765 375 586 401 560 635 67 155 52 7640148633109 788 2125
ZIO 150F 150 961 410 621 595 436 765 375 586 401 560 635 95 222 56 7640148633116 788 2150

*) Length for mounting the magnetic bar
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Zeparo ZIO DN 200-600
Industrial type.
Flanged connection. Horizontal installation.
Dirt and microbubble separator. Equipped with two ball valves for draining and air vent.

PN 10

Type DN H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 200F 200 1115 455 660 805 910 775 170 395 95 7640161636637 303020-51500
ZIO 250F 250 1315 480 835 830 1085 890 306 618 139 7640161636644 303020-51600
ZIO 300F 300 1315 520 795 870 1045 1005 435 890 157 7640161636651 303020-51700
ZIO 350F 350 1660 600 1060 950 1310 1050 575 1040 265 7640161636668 303020-51800
ZIO 400F 400 1660 626 1034 976 1284 1150 750 1350 305 7640161636675 303020-51900
ZIO 450F 450 2085 725 1360 1075 1610 1450 945 1680 515 7640161636682 303020-52000
ZIO 500F 500 2085 750 1335 1100 1584 1600 1160 2230 590 7640161636699 303020-52100
ZIO 600F 600 2655 985 1670 1335 1920 1800 1685 3440 720 7640161636705 303020-52200

PN 16

Type DN H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 350F 350 1660 615 1045 965 1295 1050 575 1040 415 7640161628571 793 6350
ZIO 400F 400 2080 710 1370 1060 1620 1150 750 1350 695 7640161628588 793 6400
ZIO 450F 450 2180 735 1445 1085 1695 1450 945 1680 860 7640161628595 793 6450
ZIO 500F 500 2510 865 1645 1215 1895 1600 1160 2230 1035 7640161628601 793 6500
ZIO 600F 600 2955 1000 1955 1350 2205 1800 1685 3440 1750 7640161628618 793 6600

Applications TS > 110 °C, PS > 10 bar upon request.
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Zeparo ZIMA Mocowanie magnesu. Do doposażenia do montażu na miejscu w serii Zeparo ZIO.
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Accessories for separators

Zeparo ZIMA/ZGM
Magnet Attachment. For retrofitting to mounting on site in the Zeparo ZIO range.
T-branch with magnetic rod and pocket. To increase the magnetite capture.

Typ m
[kg]

L EAN Artikel-Nr.

ZIMA 50-100 3,0 380 7640148633604 788 0100
ZIMA 125-00 4,3 497 7640148633611 788 0200
ZIMA 250 5,4 720 7640161634794 788 0250
ZIMA 300/350 6,3 940 7640161636965 788 0300
ZIMA 400/600 7,1 1165 7640161636972 788 0400

Thermal insulation
Rockwool 2 part galvanized steel cladding, easy to fit with toggle clamps.
Insulation value approx. 0.040 W/mK.
Fire rating A2 to DIN 4102.

Zeparo ZHI
Thermal insulation for Zeparo ZIO.
Heating water systems.

Type DN D H SD* m
[kg]

EAN Article No

ZHI 50/65 ZIO 50/60 278 405 50 3,7 7640148633642 787 2065
ZHI 80/100 ZIO 80/100 349 515 60 7,3 7640148633659 787 2100
ZHI 125/150 ZIO 125/150 453 716 60 14,4 7640148633666 787 2150

*) Insulation thickness

Automatic air vent, version Top

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.
For automatic air vent of Zeparo ZIO DN 200 - DN 600

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

dpu = Working pressure range
Pressure class reduced to PN 10 when ZUT
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Zeparo ZIO

Zeparo ZIO DN 50-150
Industrial type.
Flanged connection. Horizontal installation.
Dirt or microbubble separator. 
Zeparo ZIO from DN 50 to DN 150 are equipped with one air separator ZUTX and one drain ball valve.

Separator for micro bubbles Separator for dirt

Valve body PN 10. Flanges PN 16.

Type DN H h1 h2 h3 h4 h5* H1 H2 H3 H4 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 50F 50 645 264 452 426 290 596 210 435 280 365 350 11 25 16 7640148633062 788 2050
ZIO 65F 65 645 264 452 426 290 596 210 435 280 365 350 19 42 18 7640148633079 788 2065
ZIO 80F 80 750 295 534 508 321 663 235 515 305 445 470 26 65 26 7640148633086 788 2080
ZIO 100F 100 750 295 534 508 321 663 235 515 305 445 475 44 100 29 7640148633093 788 2100
ZIO 125F 125 952 410 621 595 436 765 352 600 422 530 635 67 155 52 7640148633109 788 2125
ZIO 150F 150 952 410 621 595 436 765 352 600 422 530 635 95 222 56 7640148633116 788 2150

 

*) Length for mounting the magnetic bar

Zeparo ZIO DN 200-300
Industrial type.
Flanged connection. Horizontal installation.
Dirt and microbubble separator. Equipped with two ball valves for draining and air vent.
Air separator ZUTX DN25 is not included.

Valve body PN 10. Flanges PN 16.

Type DN H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 200F 200 1010 390 620 805 910 775 170 395 95 7640161636637 303020-51500
ZIO 250F 250 1210 415 795 830 1085 890 306 618 139 7640161636644 303020-51600
ZIO 300F 300 1210 455 755 870 1045 1005 435 890 157 7640161636651 303020-51700

Versions PN 16 and PN 25, applications TS > 160 °C and dimensions DN 350 - DN 600 available upon request.
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Zeparo ZIO

Zeparo ZIO DN 50-150
Industrial type.
Flanged connection. Horizontal installation.
Dirt or microbubble separator. 
Zeparo ZIO from DN 50 to DN 150 are equipped with one air separator ZUTX and one drain ball valve.

Separator for micro bubbles Separator for dirt

Valve body PN 10. Flanges PN 16.

Type DN H h1 h2 h3 h4 h5* H1 H2 H3 H4 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 50F 50 645 264 452 426 290 596 210 435 280 365 350 11 25 16 7640148633062 788 2050
ZIO 65F 65 645 264 452 426 290 596 210 435 280 365 350 19 42 18 7640148633079 788 2065
ZIO 80F 80 750 295 534 508 321 663 235 515 305 445 470 26 65 26 7640148633086 788 2080
ZIO 100F 100 750 295 534 508 321 663 235 515 305 445 475 44 100 29 7640148633093 788 2100
ZIO 125F 125 952 410 621 595 436 765 352 600 422 530 635 67 155 52 7640148633109 788 2125
ZIO 150F 150 952 410 621 595 436 765 352 600 422 530 635 95 222 56 7640148633116 788 2150

*) Length for mounting the magnetic bar

Zeparo ZIO DN 200-300
Industrial type.
Flanged connection. Horizontal installation.
Dirt and microbubble separator. Equipped with two ball valves for draining and air vent.
Air separator ZUTX DN25 is not included.

Valve body PN 10. Flanges PN 16.

Type DN H H1 H2 h1 h2 L qnom

[m3/h]
qmax

[m3/h]
m
[kg]

EAN Article No

ZIO 200F 200 1010 390 620 805 910 775 170 395 95 7640161636637 303020-51500
ZIO 250F 250 1210 415 795 830 1085 890 306 618 139 7640161636644 303020-51600
ZIO 300F 300 1210 455 755 870 1045 1005 435 890 157 7640161636651 303020-51700

Versions PN 16 and PN 25, applications TS > 160 °C and dimensions DN 350 - DN 600 available upon request.
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Accessories for separators

Zeparo ZIMA
Magnet Attachment. For retrofitting to mounting on site in the Zeparo ZIO range.
T-branch with magnetic rod and pocket. To increase the magnetite capture.

Type m
[kg]

L EAN Article No

ZIMA 50-100 3,0 380 7640161645028 303051-10000
ZIMA 125-150 4,3 497
ZIMA 200 5,4 720 7640161645042 303051-10002
ZIMA 250-300 6,3 940 7640161645059 303051-10003

Thermal insulation
Rockwool 2 part galvanized steel cladding, easy to fit with toggle clamps.
Insulation value approx. 0.040 W/mK.
Fire rating A2 to DIN 4102.

Zeparo ZHI
Thermal insulation for Zeparo ZIO.
Heating water systems.

Type DN D H SD* m
[kg]

EAN Article No

ZHI 50/65 ZIO 50/60 278 405 50 3,7 7640148633642 787 2065
ZHI 80/100 ZIO 80/100 349 515 60 7,3 7640148633659 787 2100
ZHI 125/150 ZIO 125/150 453 716 60 14,4 7640148633666 787 2150

*) Insulation thickness

Automatic air vent, version Top

Zeparo ZUTX eXtra-lockable
Male thread. Vertical installation.
For automatic air vent of Zeparo ZIO DN 200 - DN 300

Type H h1 m
[kg]

S dpu
[bar]

EAN Article No

ZUTX 25 159 184 1,3 R1 10 7640148632485 789 1325

dpu = Working pressure range

Pressure class reduced to PN 10 when ZUT is mounted

The products, texts, photographs, graphics and diagrams in this document may be subject to 
alteration by IMI Hydronic Engineering without prior notice or reasons being given. For the most up 

to date information about our products and specifications, please visit www.imi-hydronic.com.

RSZ EN Zeparo ZIO ed.6 05.2022
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Separator mikropęcherzyków

Separator zanieczyszczeń

*) Długość do montażu listwy magnetycznej

Automatyczne 
odpowietrzniki 
oraz separatory

7640161645035 303051-10001



35

Typ 80 - PN 16 z magnesem lub anodą

Typ 150 - PN 16 z magnesem lub anodą

Typ 273 - PN 10 z magnesem lub anodą

Ferro-Cleaner L

h2

h1

L

h2
h1

Typ 606 - PN 16 z magnesem lub anodą

Typ 323 - PN 16 z magnesem lub anodą

Typ 406 - PN 16 z magnesem lub anodą

5

Articles

Type 80 - PN 16 with magnet or anode
 

 

DN h1 h2 L m
[kg]

max. vol.
[m3/h]

Magnet EAN Article No

with Magnet
1 1/4 140 220 110 1,5 5,5 1 7640153570314 792 1100
with Anode
1 1/4 140 220 110 1,2 5,5 - 7640153570321 792 1101

 

Type 150 - PN 16 with magnet and anode
and

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

65 230 350 232 12,5 21 1 7640153570338 792 1102
80 230 350 232 13,5 28 1 7640153570345 792 1103
100 230 350 232 14,0 48 1 7640153570352 792 1104

 

Type 273 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

125 500 800 375 22,0 72 1 7640153570369 792 1125
150 500 800 366 25,0 102 1 7640153570376 792 1126
200 500 800 366 30,0 180 1 7640153570383 792 1127

 

Type 323 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

250 550 850 416 45 287 2 7640153570390 792 1128

 

Type 406 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

300 590 890 512 50 410 2 7640161626560 792 1112

 

Type 606 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

400 780 1100 634 80 645 3 7640161626577 792 1113
500 780 1100 634 100 1010 3 7640161629141 792 1114

 

h2 - Required space for magnet removal
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Articles

Type 80 - PN 16 with magnet or anode
 

 

DN h1 h2 L m
[kg]

max. vol.
[m3/h]

Magnet EAN Article No

with Magnet
1 1/4 140 220 110 1,5 5,5 1 7640153570314 792 1100
with Anode
1 1/4 140 220 110 1,2 5,5 - 7640153570321 792 1101

 

Type 150 - PN 16 with magnet and anode
and

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

65 230 350 232 12,5 21 1 7640153570338 792 1102
80 230 350 232 13,5 28 1 7640153570345 792 1103
100 230 350 232 14,0 48 1 7640153570352 792 1104

 

Type 273 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

125 500 800 375 22,0 72 1 7640153570369 792 1125
150 500 800 366 25,0 102 1 7640153570376 792 1126
200 500 800 366 30,0 180 1 7640153570383 792 1127

 

Type 323 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

250 550 850 416 45 287 2 7640153570390 792 1128

 

Type 406 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

300 590 890 512 50 410 2 7640161626560 792 1112

 

Type 606 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

400 780 1100 634 80 645 3 7640161626577 792 1113
500 780 1100 634 100 1010 3 7640161629141 792 1114

 

h2 - Required space for magnet removal
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Articles

Type 80 - PN 16 with magnet or anode
 

 

DN h1 h2 L m
[kg]

max. vol.
[m3/h]

Magnet EAN Article No

with Magnet
1 1/4 140 220 110 1,5 5,5 1 7640153570314 792 1100
with Anode
1 1/4 140 220 110 1,2 5,5 - 7640153570321 792 1101

 

Type 150 - PN 16 with magnet and anode
and

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

65 230 350 232 12,5 21 1 7640153570338 792 1102
80 230 350 232 13,5 28 1 7640153570345 792 1103
100 230 350 232 14,0 48 1 7640153570352 792 1104

 

Type 273 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

125 500 800 375 22,0 72 1 7640153570369 792 1125
150 500 800 366 25,0 102 1 7640153570376 792 1126
200 500 800 366 30,0 180 1 7640153570383 792 1127

 

Type 323 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

250 550 850 416 45 287 2 7640153570390 792 1128

 

Type 406 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

300 590 890 512 50 410 2 7640161626560 792 1112

 

Type 606 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

400 780 1100 634 80 645 3 7640161626577 792 1113
500 780 1100 634 100 1010 3 7640161629141 792 1114

 

h2 - Required space for magnet removal
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Articles

Type 80 - PN 16 with magnet or anode
 

 

DN h1 h2 L m
[kg]

max. vol.
[m3/h]

Magnet EAN Article No

with Magnet
1 1/4 140 220 110 1,5 5,5 1 7640153570314 792 1100
with Anode
1 1/4 140 220 110 1,2 5,5 - 7640153570321 792 1101

 

Type 150 - PN 16 with magnet and anode
and

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

65 230 350 232 12,5 21 1 7640153570338 792 1102
80 230 350 232 13,5 28 1 7640153570345 792 1103
100 230 350 232 14,0 48 1 7640153570352 792 1104

 

Type 273 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

125 500 800 375 22,0 72 1 7640153570369 792 1125
150 500 800 366 25,0 102 1 7640153570376 792 1126
200 500 800 366 30,0 180 1 7640153570383 792 1127

 

Type 323 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

250 550 850 416 45 287 2 7640153570390 792 1128

 

Type 406 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

300 590 890 512 50 410 2 7640161626560 792 1112

 

Type 606 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

400 780 1100 634 80 645 3 7640161626577 792 1113
500 780 1100 634 100 1010 3 7640161629141 792 1114

 

h2 - Required space for magnet removal
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Articles

Type 80 - PN 16 with magnet or anode
 

 

DN h1 h2 L m
[kg]

max. vol.
[m3/h]

Magnet EAN Article No

with Magnet
1 1/4 140 220 110 1,5 5,5 1 7640153570314 792 1100
with Anode
1 1/4 140 220 110 1,2 5,5 - 7640153570321 792 1101

 

Type 150 - PN 16 with magnet and anode
and

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

65 230 350 232 12,5 21 1 7640153570338 792 1102
80 230 350 232 13,5 28 1 7640153570345 792 1103
100 230 350 232 14,0 48 1 7640153570352 792 1104

 

Type 273 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

125 500 800 375 22,0 72 1 7640153570369 792 1125
150 500 800 366 25,0 102 1 7640153570376 792 1126
200 500 800 366 30,0 180 1 7640153570383 792 1127

 

Type 323 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

250 550 850 416 45 287 2 7640153570390 792 1128

 

Type 406 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

300 590 890 512 50 410 2 7640161626560 792 1112

 

Type 606 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

400 780 1100 634 80 645 3 7640161626577 792 1113
500 780 1100 634 100 1010 3 7640161629141 792 1114

 

h2 - Required space for magnet removal
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Articles

Type 80 - PN 16 with magnet or anode
 

 

DN h1 h2 L m
[kg]

max. vol.
[m3/h]

Magnet EAN Article No

with Magnet
1 1/4 140 220 110 1,5 5,5 1 7640153570314 792 1100
with Anode
1 1/4 140 220 110 1,2 5,5 - 7640153570321 792 1101

 

Type 150 - PN 16 with magnet and anode
and

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

65 230 350 232 12,5 21 1 7640153570338 792 1102
80 230 350 232 13,5 28 1 7640153570345 792 1103
100 230 350 232 14,0 48 1 7640153570352 792 1104

 

Type 273 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

125 500 800 375 22,0 72 1 7640153570369 792 1125
150 500 800 366 25,0 102 1 7640153570376 792 1126
200 500 800 366 30,0 180 1 7640153570383 792 1127

 

Type 323 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

250 550 850 416 45 287 2 7640153570390 792 1128

 

Type 406 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

300 590 890 512 50 410 2 7640161626560 792 1112

 

Type 606 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

400 780 1100 634 80 645 3 7640161626577 792 1113
500 780 1100 634 100 1010 3 7640161629141 792 1114

 

h2 - Required space for magnet removal
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Articles

Type 80 - PN 16 with magnet or anode
 

 

DN h1 h2 L m
[kg]

max. vol.
[m3/h]

Magnet EAN Article No

with Magnet
1 1/4 140 220 110 1,5 5,5 1 7640153570314 792 1100
with Anode
1 1/4 140 220 110 1,2 5,5 - 7640153570321 792 1101

 

Type 150 - PN 16 with magnet and anode
and

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

65 230 350 232 12,5 21 1 7640153570338 792 1102
80 230 350 232 13,5 28 1 7640153570345 792 1103
100 230 350 232 14,0 48 1 7640153570352 792 1104

 

Type 273 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

125 500 800 375 22,0 72 1 7640153570369 792 1125
150 500 800 366 25,0 102 1 7640153570376 792 1126
200 500 800 366 30,0 180 1 7640153570383 792 1127

 

Type 323 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

250 550 850 416 45 287 2 7640153570390 792 1128

 

Type 406 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

300 590 890 512 50 410 2 7640161626560 792 1112

 

Type 606 - PN 10 with magnet and anode

Flanges PN 16
 

 

DN h1 h2 L Kg max. vol.
[m3/h]

Magnet EAN Article No

400 780 1100 634 80 645 3 7640161626577 792 1113
500 780 1100 634 100 1010 3 7640161629141 792 1114

 

h2 - Required space for magnet removal

L

h2

h1

L

h2
h1

h2 h1

L

h2 h1

L

h2 h1

L

h2 h1

L

Automatyczne 
odpowietrzniki 
oraz separatory
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Control unit TecBox, Vento Connect Heating

Vento V/VI .1 E Connect
Cyclonic vacuum degassing unit. 1 pump and 2 solenoid valves (Vento 
V), 1 solenoid valve and 1 motor driven valve (Vento VI), 1 cyclonic 
vacuum degassing unit, connection for water make-up with solenoid 
valve and water meter, and BrainCube Connect control.

 

 
 

 

Type B H T m
[kg]

Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 4.1 E 500 920 530 38 0,75 300 ~55* 1-2,5 7640161629752 812 1101
V 6.1 E 500 920 530 40 1,1 300 ~55* 1,5-3,5 7640161629769 812 1102
V 8.1 E 500 920 530 41 1,4 300 ~55* 2-4,5 7640161629776 812 1103
V 10.1 E 500 1300 530 57 1,7 300 ~60* 3,5-6,5 7640161629783 812 1104
13 bar (PS)
V 14.1 E 500 1300 530 67 1,7 300 ~60* 5,5-10 7640161629790 812 1105
16 bar (PS)
VI 19.1 E 570 1086 601 78 2,6 300 ~60* 6,5-15,5 7640161636774 303031 60600
25 bar (PS)
VI 25.1 E 570 1258 601 85 3,4 300 ~60* 10,5-20,5 7640161636781 303031 60700

 

T = Depth of the device
VNd = Water capacity for which a device is rated
Pel = Electric load
dpu = Working pressure range
*) Pump operation

B

H

T

B

H

T
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6

Control unit TecBox, Vento Connect Heating

Vento V/VI .1 E Connect
Cyclonic vacuum degassing unit. 1 pump and 2 solenoid valves (Vento 
V), 1 solenoid valve and 1 motor driven valve (Vento VI), 1 cyclonic 
vacuum degassing unit, connection for water make-up with solenoid 
valve and water meter, and BrainCube Connect control.

 

 
 

 

Type B H T m
[kg]

Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 4.1 E 500 920 530 38 0,75 300 ~55* 1-2,5 7640161629752 812 1101
V 6.1 E 500 920 530 40 1,1 300 ~55* 1,5-3,5 7640161629769 812 1102
V 8.1 E 500 920 530 41 1,4 300 ~55* 2-4,5 7640161629776 812 1103
V 10.1 E 500 1300 530 57 1,7 300 ~60* 3,5-6,5 7640161629783 812 1104
13 bar (PS)
V 14.1 E 500 1300 530 67 1,7 300 ~60* 5,5-10 7640161629790 812 1105
16 bar (PS)
VI 19.1 E 570 1086 601 78 2,6 300 ~60* 6,5-15,5 7640161636774 303031 60600
25 bar (PS)
VI 25.1 E 570 1258 601 85 3,4 300 ~60* 10,5-20,5 7640161636781 303031 60700

 

T = Depth of the device
VNd = Water capacity for which a device is rated
Pel = Electric load
dpu = Working pressure range
*) Pump operation

B

H

T

B

H

T

7

Control unit TecBox, Vento Connect Cooling

Vento V/VI .1 EC Connect
Cyclonic vacuum degassing unit. 1 pump, 2 solenoid valves (Vento V), 
1 solenoid valve and 1 motor driven valve (Vento VI), 1 cyclonic vacuum 
degassing unit, connection for water make-up with solenoid valve and 
water meter, and BrainCube Connect control.
Cooling insulation with condensation water protection.

 

 
 

 

Type B H T m
[kg]

Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 4.1 EC 500 920 530 39 0,75 300 ~55* 1-2,5 7640161629806 812 1201
V 6.1 EC 500 920 530 41 1,1 300 ~55* 1,5-3,5 7640161629813 812 1202
V 8.1 EC 500 920 530 42 1,4 300 ~55* 2-4,5 7640161629820 812 1203
V 10.1 EC 500 1300 530 58 1,7 300 ~60* 3,5-6,5 7640161629837 812 1204
13 bar (PS)
V 14.1 EC 500 1300 530 68 1,7 300 ~60* 5,5-10 7640161629844 812 1205
16 bar (PS)
VI 19.1 EC 570 1086 601 86 2,6 300 ~60* 6,5-15,5 7640161636958 303031 70600
25 bar (PS)
VI 25.1 EC 570 1258 601 94 3,4 300 ~60* 10,5-20,5 7640161636941 303031 70700

 

T = Depth of the device
VNd = Water capacity for which a device is rated
Pel = Electric load
dpu = Working pressure range
*) Pump operation

B

H

T

B

H

T
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Control unit TecBox, Vento Connect Cooling

Vento V/VI .1 EC Connect
Cyclonic vacuum degassing unit. 1 pump, 2 solenoid valves (Vento V), 
1 solenoid valve and 1 motor driven valve (Vento VI), 1 cyclonic vacuum 
degassing unit, connection for water make-up with solenoid valve and 
water meter, and BrainCube Connect control.
Cooling insulation with condensation water protection.

 

 
 

 

Type B H T m
[kg]

Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 4.1 EC 500 920 530 39 0,75 300 ~55* 1-2,5 7640161629806 812 1201
V 6.1 EC 500 920 530 41 1,1 300 ~55* 1,5-3,5 7640161629813 812 1202
V 8.1 EC 500 920 530 42 1,4 300 ~55* 2-4,5 7640161629820 812 1203
V 10.1 EC 500 1300 530 58 1,7 300 ~60* 3,5-6,5 7640161629837 812 1204
13 bar (PS)
V 14.1 EC 500 1300 530 68 1,7 300 ~60* 5,5-10 7640161629844 812 1205
16 bar (PS)
VI 19.1 EC 570 1086 601 86 2,6 300 ~60* 6,5-15,5 7640161636958 303031 70600
25 bar (PS)
VI 25.1 EC 570 1258 601 94 3,4 300 ~60* 10,5-20,5 7640161636941 303031 70700

 

T = Depth of the device
VNd = Water capacity for which a device is rated
Pel = Electric load
dpu = Working pressure range
*) Pump operation

B

H

T

B

H

T

H

B

T

Vento V/VI .1 E Connect – do ogrzewania

Simply Vento

Vento Compact Connect

Vento V/VI .1 EC Connect – do chłodzenia

Vento Connect

Simply Vento

Vento Compact Connect

Vento VI .1 E Connect

Vento V .1 EC Connect

Vento VI .1 EC Connect*) praca pompy
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Application examples

Example for heating systems, return temperature tr ≤ 90°C
(May require changes to meet local legislation)
 

Zeparo
Air vent Zeparo ZUT or ZUP at each high point for venting during the filling and during the draining process.
Zeparo Cyclone: Separator for sludge and magnetite in each system in the main return to the heat generator.

Control unit TecBox, Simply Vento Heating

Simply Vento
Cyclonic vacuum degassing unit. 1 pump, cyclonic vacuum degassing unit and BrainCube Connect 
control.
2 connection hoses with ball valves. Connections G1/2”

 

 

Type B H T m
[kg]

Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 2.1 S 520 575 350 28 0,75 10 ~55* 0,5 - 2,5 7640161642287 303030-10400

VNd = Water capacity for which a device is rated
Pel = Electric load
dpu = Working pressure range
*) Pump operation

Sound-absorbing wall bracket for Vento VS/VF Connect

Wall bracket WB VSF
Sound-absorbing wall bracket for Simply Vento Connect and Vento Compact Connect.
Reliably reduces the transmission of structure-borne sound from the unit to the mounting wall to a 
minimum.

 

 

Type B H T m
[kg]

EAN Article No

WB VSF 376 500 520 7,5 7640161644557 301032-30021

B = Centre-to-centre distance for optimum mounting

The products, texts, photographs, graphics and diagrams in this document may be subject to alteration 
by IMI Hydronic Engineering without prior notice or reasons being given. For the most up to date 

information about our products and specifications, please visit www.imi-hydronic.com.

EN Simply Vento ed.2b 07.2022

tR

Q

psvs
Hst

P

ZUT

tmax

DSV...DGH

> 500 mm

Statico SD/SU
   min SD 80

DLV

Zeparo Cyclone

Sin1Sout SinSout

DNe

VN ≥ 80 (SD 80, SU 140, SU 200, …)

DNe

DNe

DNe

DNe

DNe

DNe

DNe

DNe

DNe

DNe

H

B

T

H

B

T
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Control unit TecBox, Vento Compact Connect Heating

Vento Compact Connect
Cyclonic vacuum degassing unit. 1 pump and 2 solenoid valves, cyclonic vacuum degassing unit, 
connection for water make-up with solenoid valve and water meter, and BrainCube Connect control.  
2 connection hoses with ball valves. Connections G1/2”.

 

 

Type B H T m
[kg]

Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 2.1 FE 520 575 350 30 0,75 10 ~55* 0,5 - 2,5 7640161642294 303030-20400

 

Control unit TecBox, Vento Connect Heating

Vento V/VI .1 E Connect
Cyclonic vacuum degassing unit. 1 pump, 1 solenoid valve and 1 motor 
driven valve, 1 cyclonic vacuum degassing unit, connection for water 
make-up with solenoid valve and water meter, and BrainCube Connect 
control.

 

 
Type B H T m

[kg]
Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 4.1 E 500 920 530 38 0,75 300 ~55* 1-2,5 7640161629752 812 1101
V 6.1 E 500 920 530 40 1,1 300 ~55* 1,5-3,5 7640161629769 812 1102
V 8.1 E 500 920 530 41 1,4 300 ~55* 2-4,5 7640161629776 812 1103
V 10.1 E 500 1300 530 57 1,7 300 ~60* 3,5-6,5 7640161629783 812 1104
13 bar (PS)
V 14.1 E 500 1300 530 67 1,7 300 ~60* 5,5-10 7640161629790 812 1105
16 bar (PS)
VI 19.1 E 570 1086 601 78 2,6 300 ~60* 6,5-15,5 7640161636774 303031-60600
25 bar (PS)
VI 25.1 E 570 1258 601 85 3,4 300 ~60* 10,5-20,5 7640161636781 303031-60700

T = Depth of the device
VNd = Water capacity for which a device is rated
Pel = Electric load
dpu = Working pressure range
*) Pump operation

H

B

T
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T
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Control unit TecBox, Vento Compact Connect Heating

Vento Compact Connect
Cyclonic vacuum degassing unit. 1 pump and 2 solenoid valves, cyclonic vacuum degassing unit, 
connection for water make-up with solenoid valve and water meter, and BrainCube Connect control.  
2 connection hoses with ball valves. Connections G1/2”.

 

 

Type B H T m
[kg]

Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 2.1 FE 520 575 350 30 0,75 10 ~55* 0,5 - 2,5 7640161642294 303030-20400

 

Control unit TecBox, Vento Connect Heating

Vento V/VI .1 E Connect
Cyclonic vacuum degassing unit. 1 pump, 1 solenoid valve and 1 motor 
driven valve, 1 cyclonic vacuum degassing unit, connection for water 
make-up with solenoid valve and water meter, and BrainCube Connect 
control.

 

 
Type B H T m

[kg]
Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 4.1 E 500 920 530 38 0,75 300 ~55* 1-2,5 7640161629752 812 1101
V 6.1 E 500 920 530 40 1,1 300 ~55* 1,5-3,5 7640161629769 812 1102
V 8.1 E 500 920 530 41 1,4 300 ~55* 2-4,5 7640161629776 812 1103
V 10.1 E 500 1300 530 57 1,7 300 ~60* 3,5-6,5 7640161629783 812 1104
13 bar (PS)
V 14.1 E 500 1300 530 67 1,7 300 ~60* 5,5-10 7640161629790 812 1105
16 bar (PS)
VI 19.1 E 570 1086 601 78 2,6 300 ~60* 6,5-15,5 7640161636774 303031-60600
25 bar (PS)
VI 25.1 E 570 1258 601 85 3,4 300 ~60* 10,5-20,5 7640161636781 303031-60700

T = Depth of the device
VNd = Water capacity for which a device is rated
Pel = Electric load
dpu = Working pressure range
*) Pump operation
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Control unit TecBox, Vento Connect Cooling

Vento V/VI .1 EC Connect
Cyclonic vacuum degassing unit. 1 pump, 1 solenoid valve and 1 motor 
driven valve, 1 cyclonic vacuum degassing unit, connection for water 
make-up with solenoid valve and water meter, and BrainCube Connect 
control.
Cooling insulation with condensation water protection.

 

 

Type B H T m
[kg]

Pel
[kW]

VNd
[m3]

SPL
[dB(A)]

dpu
[bar]

EAN Article No

10 bar (PS)
V 4.1 EC 500 920 530 39 0,75 300 ~55* 1-2,5 7640161629806 812 1201
V 6.1 EC 500 920 530 41 1,1 300 ~55* 1,5-3,5 7640161629813 812 1202
V 8.1 EC 500 920 530 42 1,4 300 ~55* 2-4,5 7640161629820 812 1203
V 10.1 EC 500 1300 530 58 1,7 300 ~60* 3,5-6,5 7640161629837 812 1204
13 bar (PS)
V 14.1 EC 500 1300 530 68 1,7 300 ~60* 5,5-10 7640161629844 812 1205
16 bar (PS)
VI 19.1 EC 570 1086 601 86 2,6 300 ~60* 6,5-15,5 7640161636958 303031-70600
25 bar (PS)
VI 25.1 EC 570 1258 601 94 3,4 300 ~60* 10,5-20,5 7640161636941 303031-70700

 

T = Depth of the device
VNd = Water capacity for which a device is rated
Pel = Electric load
dpu = Working pressure range
*) Pump operation

Sound-absorbing wall bracket for Vento VS/VF Connect

Wall bracket WB VSF
Sound-absorbing wall bracket for Simply Vento Connect and Vento Compact Connect.
Reliably reduces the transmission of structure-borne sound from the unit to the mounting wall to a 
minimum.

 

 

Type B H T m
[kg]

EAN Article No

WB VSF 376 500 520 7,5 301032-30021

B = Centre-to-centre distance for optimum mounting

B

H

T

B

H

T

H

B

T

Cyklonowe 
odgazowanie 
próżniowe
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Pleno Refill Jednostka hydrauliczna do zmiękczania wody razem z Vento/Transfero Connect Tec Boxes. Filtr 
o wielkości oczek 25 µm do ochrony systemu hydraulicznego. Zbiornik do zmiękczania wypełniony wysokiej 
jakości żywicą.

Pleno Refill Demin Jednostka hydrauliczna do zmiękczania wody razem z Vento/Transfero Connect Tec 
Boxes. Filtr o wielkości oczek 25 µm do ochrony systemu hydraulicznego. Zbiornik do zmiękczania wypełniony 
wysokiej jakości żywicą.

9

Pleno Refill

Pleno Refill
Hydraulic unit for water softening together with Vento/Transfero Connect Tec Boxes. Filter with 25 µm 
mesh size to protect the hydronic system. Softening bottle filled with high grade resin.
3/4” swivelling nut, 3/4” external thread suitable for flat gasket.
Nominal pressure: PS 8
Max. working temperature: 45°C
Min. working temperature: > 4°C

 

 

Type Capacity
l x °dH

Sin Sout D H L m
[kg]

EAN Article No

Refill 16000 16000 G3/4 G3/4 195 383 475 8,6 7640161630475 813 3210
Refill 36000 36000 G3/4 G3/4 220 466 475 12,5 7640161630482 813 3220
Refill 48000 48000 G3/4 G3/4 270 458 475 15,7 7640161630499 813 3230

 

Pleno Refill Demin
Hydraulic unit for water demineralisation together with Vento/Transfero Connect Tec Boxes. Filter with 
25 µm mesh size to protect the hydronic system. Desalination bottle filled with high grade resin.
3/4” swivelling nut, 3/4” external thread suitable for flat gasket.
Nominal pressure: PS 8
Max. working temperature: 45°C
Min. working temperature: > 4°C

 

 

Type Capacity
l x °dH

Sin Sout D H L m
[kg]

EAN Article No

Refill Demin 13500 13500 G3/4 G3/4 220 466 475 12,5 7640161630505 813 3260
Refill Demin 18000 18000 G3/4 G3/4 270 458 475 15,7 7640161630512 813 3270

 

→ = Flow direction

Additional information:
Calculation: Software HySelect
Further accessories, product and selection details, see:
Datasheet Pleno, Zeparo and Accessories.

L

ØD

H

Sin

Sout

L

ØD

H

Sin

Sout
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Pleno Refill

Pleno Refill
Hydraulic unit for water softening together with Vento/Transfero Connect Tec Boxes. Filter with 25 µm 
mesh size to protect the hydronic system. Softening bottle filled with high grade resin.
3/4” swivelling nut, 3/4” external thread suitable for flat gasket.
Nominal pressure: PS 8
Max. working temperature: 45°C
Min. working temperature: > 4°C

 

 

Type Capacity
l x °dH

Sin Sout D H L m
[kg]

EAN Article No

Refill 16000 16000 G3/4 G3/4 195 383 475 8,6 7640161630475 813 3210
Refill 36000 36000 G3/4 G3/4 220 466 475 12,5 7640161630482 813 3220
Refill 48000 48000 G3/4 G3/4 270 458 475 15,7 7640161630499 813 3230

 

Pleno Refill Demin
Hydraulic unit for water demineralisation together with Vento/Transfero Connect Tec Boxes. Filter with 
25 µm mesh size to protect the hydronic system. Desalination bottle filled with high grade resin.
3/4” swivelling nut, 3/4” external thread suitable for flat gasket.
Nominal pressure: PS 8
Max. working temperature: 45°C
Min. working temperature: > 4°C

 

 

Type Capacity
l x °dH

Sin Sout D H L m
[kg]

EAN Article No

Refill Demin 13500 13500 G3/4 G3/4 220 466 475 12,5 7640161630505 813 3260
Refill Demin 18000 18000 G3/4 G3/4 270 458 475 15,7 7640161630512 813 3270

 

→ = Flow direction

Additional information:
Calculation: Software HySelect
Further accessories, product and selection details, see:
Datasheet Pleno, Zeparo and Accessories.

L

ØD

H

Sin

Sout

L

ØD

H

Sin

Sout

Aby uzyskać więcej informacji na temat dostępnych rozmiarów produktów, 
prosimy o kontakt z naszymi ekspertami pod adresem: imi-hydronic.pl
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Pleno Refill

Pleno Refill
Hydraulic unit for water softening together with Vento/Transfero Connect Tec Boxes. Filter with 25 µm 
mesh size to protect the hydronic system. Softening bottle filled with high grade resin.
3/4” swivelling nut, 3/4” external thread suitable for flat gasket.
Nominal pressure: PS 8
Max. working temperature: 45°C
Min. working temperature: > 4°C

 

 

Type Capacity
l x °dH

Sin Sout D H L m
[kg]

EAN Article No

Refill 16000 16000 G3/4 G3/4 195 383 475 8,6 7640161630475 813 3210
Refill 36000 36000 G3/4 G3/4 220 466 475 12,5 7640161630482 813 3220
Refill 48000 48000 G3/4 G3/4 270 458 475 15,7 7640161630499 813 3230

 

Pleno Refill Demin
Hydraulic unit for water demineralisation together with Vento/Transfero Connect Tec Boxes. Filter with 
25 µm mesh size to protect the hydronic system. Desalination bottle filled with high grade resin.
3/4” swivelling nut, 3/4” external thread suitable for flat gasket.
Nominal pressure: PS 8
Max. working temperature: 45°C
Min. working temperature: > 4°C

 

 

Type Capacity
l x °dH

Sin Sout D H L m
[kg]

EAN Article No

Refill Demin 13500 13500 G3/4 G3/4 220 466 475 12,5 7640161630505 813 3260
Refill Demin 18000 18000 G3/4 G3/4 270 458 475 15,7 7640161630512 813 3270

 

→ = Flow direction

Additional information:
Calculation: Software HySelect
Further accessories, product and selection details, see:
Datasheet Pleno, Zeparo and Accessories.

L

D

H

Sin

Sout

L

D

H

Sin

Sout

IMI PNEUMATEX / Pressure Maintenance and Control / Transfero TVI Connect

18

Pleno Refill

Pleno Refill
Hydraulic unit for water softening together with Vento/Transfero Connect Tec Boxes. Filter with 25 µm 
mesh size to protect the hydronic system. Softening bottle filled with high grade resin.
3/4” swivelling nut, 3/4” external thread suitable for flat gasket.
Nominal pressure: PS 8
Max. working temperature: 45°C
Min. working temperature: > 4°C

 

 

Type Capacity
l x °dH

Sin Sout D H L m
[kg]

EAN Article No

Refill 16000 16000 G3/4 G3/4 195 383 475 8,6 7640161630475 813 3210
Refill 36000 36000 G3/4 G3/4 220 466 475 12,5 7640161630482 813 3220
Refill 48000 48000 G3/4 G3/4 270 458 475 15,7 7640161630499 813 3230

 

Pleno Refill Demin
Hydraulic unit for water demineralisation together with Vento/Transfero Connect Tec Boxes. Filter with 
25 µm mesh size to protect the hydronic system. Desalination bottle filled with high grade resin.
3/4” swivelling nut, 3/4” external thread suitable for flat gasket.
Nominal pressure: PS 8
Max. working temperature: 45°C
Min. working temperature: > 4°C

 

 

Type Capacity
l x °dH

Sin Sout D H L m
[kg]

EAN Article No

Refill Demin 13500 13500 G3/4 G3/4 220 466 475 12,5 7640161630505 813 3260
Refill Demin 18000 18000 G3/4 G3/4 270 458 475 15,7 7640161630512 813 3270

 

→ = Flow direction

Additional information:
Calculation: Software HySelect
Further accessories, product and selection details, see:
Datasheet Pleno, Zeparo and Accessories.

L

D

H

Sin

Sout

L

D

H

Sin

Sout

Cyklonowe 
odgazowanie 
próżniowe



Nie wierzcie nam na słowo!

Posłuchaj bezpośrednio od naszych klientów, jak IMI 
Pneumatex pomógł zrealizować ich wielkie projekty.

Użyte produkty IMI HE: Statico i Pleno Water Make-up

"Zbiorniki ciśnieniowe firmy IMI Pneumatex miały kluczowe znaczenie 
dla możliwości realizacji ambitnych założeń projektu, a dzięki 
zastosowanym innowacyjnym technologiom chłodzenia Muzeum 
mogło uzyskać certyfikat LEED Gold przyznawany przez Green 
Building Council oraz nagrodę MPIM Awards 2017 w Cannes we 
Francji w kategorii "Najbardziej innowacyjny budynek ekologiczny". 

Mauricio de Barros, właściciel inżynieryjnej firmy Consultar 
Engenharia, w Brazylii

Użyte produkty IMI HE: Compresso Connect,  Vento Degasser 
i Zeparo Cyclone

"Zdecydowaliśmy się na instalację kompletnego rozwiązania 
IMI Pneumatex z Compresso Connect, Vento Connect i 
separatorami zanieczyszczeń Zeparo, ponieważ chcieliśmy 
mieć pewność, że ciśnienie w systemie i jakość wody zostaną 
zapewnione. W szpitalu musimy podejmować wszelkie środki 
ostrożności, aby zapobiegać awariom i uszkodzeniom systemu, 
dlatego wiedziałem, że produkty IMI Pneumatex to właściwy 
wybór". 

Główny Wykonawca w projekcie szpitala ZMK, Belgia

Użyte produkty IMI HE: Simply Compresso

"Zainstalowałem Simply Compresso w kwietniu 2017 r. i jak dotąd mam 
tylko pozytywne doświadczenia. Produkt jest kompaktowy, wysokiej 
jakości, a technologia BrainCube oferuje mi nowy poziom kontroli. 
Instalacja była bardzo prosta, a wsparcie ze strony IMI HE bardzo dobre.

Dziękuję za innowację!"

Björn Rodenkirchen z Walter Meier, Szwajcaria

Zastosowane produkty IMI HE: 
Transfero Connect i naczynie 
wzbiorcze Statico

"Po zainstalowaniu Tranfero Connect 
poprawiła się wydajność systemu 
wody chłodzącej. Ciśnienie jest dobrze 
utrzymywane, a ryzyko erozji, korozji i 
innych problemów związanych z gazem 
zostało zminimalizowane. Doceniamy 
wsparcie i doradztwo techniczne w 
zakresie projektowania systemu."

Matthew Shiby z DuPont, Singapur

Wieża Asia Square, 
Singapur

ZMK Szpital, 
Holandia

Kompleks 17. Mistrzostw Świata 
FINA w Sportach Wodnych, 

Węgry

Emerald Residence 
Pałac, ZEA

Muzeum Przyszłości, Brazylia

 Międzynarodowe lotnisko-
Confins/BH (CNF), Brazylia

Giełda kwiatowa,  
Holandia

Biuro Walter Meier,      
Szwajcaria

Centrum Energetyczne, 
Anglia

Siedziba główna Ethias,  
Holandia




